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reduce

offset

neutral

Learn more about our sustainability 
strategy at
www.hoermann.com/sustainability

WE THINK AND ACT GREEN. As a family business, we are very conscious of our 
responsibility to future generations and offer all products for residential 
construction CO2-neutral as standard. The Hörmann sustainability strategy aims 
to reduce and avoid emissions. We cover 100% of our electrical power needs at 
all European production locations * with genuine green electricity from renewable 
sources. We also apply many other measures to reduce our consumption and 
save more than 75000 tonnes of CO2 each year. We work with ClimatePartner to 
offset the remaining emissions by supporting certified climate protection 
projects.

Thermo46 entrance doors / Thermo65 entrance doors

Contents

// NEW

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1


2 Back to contents                                                                                             Series 2000 Entrance Door Price List (UK) 01.03.2024

Product description

Thermo46 – steel TPS
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Door leaf structure
Smooth sheet “Modern” ● ● ● ● ● ●

Ribbed sheet “Modern” (exterior) ● ● ●

Panelled sheet “Classic” (on both sides) ● ● ●

Door leaf thickness 46 mm thick
Sheet thickness 0.6 – 0.8 mm
Fully foamed, with thermal break
exterior and interior overlapping the leaf, ● ● ● ● ● ● ● ● ● ● ● ●

Size ranges (see also page 2)
Standard sizes (RAM) 1000 × 2100 mm / 1100 × 2100 mm / 1150 × 2200 mm
Special sizes (RAM) “Modern” type A “Classic” “Modern” type B

700 – 1250 mm
1875 – 2250 mm

Width
Height ● ● ● ● ●

800 – 1250 mm
1875 – 2250 mm

Width
Height ●

875 – 1250 mm
1875 – 2250 mm

Width
Height ● ● ●

875 – 1100 mm
1875 – 2186 mm

Width
Height ● ●

875 – 1100 mm
1990 – 2186 mm

Width
Height ●

Surface finish
Note:
For doors with dark surfaces, the material expansion is particularly high. Therefore, please check the location of the door in the building during your consultation 
meeting. This will ensure trouble-free door operation.

Standard, MatchColor, Color and Matt deluxe surface finishes with high-quality coating (painted) on both sides.
Decograin surface finish with high-quality plastic film coating on both sides.
Standard
• Traffic white, based on RAL 9016
• Painted on both sides
• Silk matt, gloss level 35 – 40%

● ● ● ● ● ● ● ● ● ● ● ●

MatchColor
• 10 colours

(colour matching sectional garage doors)
• Painted on both sides, based on the RAL colour chart
• Silk matt, gloss level 35 – 40%

● ● ● ● ● ● ● ● ● ● ● ●

RAL 7012 Basalt grey RAL 7030 Stone grey RAL 7040 Window grey
RAL 7015 Slate grey RAL 7035 Light grey RAL 8028 Terra brown
RAL 7016 Anthracite grey RAL 7039 Quartz grey RAL 9005 Jet black

CH 703 Anthracite metallic

Color
• 10 colours
• Painted on both sides, based on the RAL colour chart
• Silk matt, gloss level 35 – 40%

● ● ● ● ● ● ● ● ● ● ● ●

RAL 1015 Light ivory RAL 6005 Moss green RAL 9006 White aluminium
RAL 3003 Ruby red RAL 6009 Fir green RAL 9007 Grey aluminium
RAL 5010 Gentian blue RAL 7037 Dusty grey

RAL 9002 Grey white CH 907 Grey aluminium

Matt deluxe
• 7 colours
• Painted on both sides
• Matt, gloss level 3 – 8%

● ● ● ● ● ● ● ● ● ● ● ●

CH 9016 Matt deluxe Traffic white CH 9006 Matt deluxe White aluminium
CH 8028 Matt deluxe Terra brown CH 9007 Matt deluxe Grey aluminium
CH 7016 Matt deluxe Anthracite grey CH 703 Matt deluxe Anthracite metallic

CH 905 Matt deluxe black

Decograin
Film coating, on both 
sides

Golden Oak ● ● ● ● ● ● ● ● ●

Dark Oak ● ● ● ● ● ● ● ● ●

Night Oak ● ● ● ● ● ● ● ● ●

Winchester Oak ● ● ● ● ● ● ● ● ●

Titan Metallic CH 703 ● ● ● ● ● ● ● ● ●

Seals
4-sided, double EPDM seals, black, with continuous lip 
seal in the kick plate, additional EPDM form parts in both 
bottom corners for additional sealing, incl. brush seal in 
the frame

● ● ● ● ● ● ● ● ● ● ● ●

Lock
Multiple-point locking with main lock (with soft lock latch) 
and 2 bolts, pivoting / hook bolt combination ● ● ● ● ● ● ● ● ● ● ● ●

Thermo46 entrance doors – single-leaf
Entrance door programme

Product description
● Standard
○ Optional

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1
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Product description

Thermo46 – steel TPS
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Electric strikes
Electric strike with day catch (separate) ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Security bolts
3x anti-leverage guard ● ● ● ● ● ● ● ● ● ● ● ●

Thermal insulation value (in W/m²·K)
 ▶ Dependent on the size and frame type For a product description, see page 2 to 3

Properties (stated values in combination with standard threshold)
EN 12207 – air permeability Class 2
EN 12208 – water tightness under heavy rain Class 1 A
EN 12219 – differential climate behaviour 3 c / 2 d / 2 e
Version in RC 2
Attack side = closing side (opposite hinge side)
RC 2 with aluminium frame, hook bolt lock, profile cylinder 
with drilling and pull-off protection ○ ○ ○ ○

RC 2 with aluminium frame, hook bolt lock, profile cylinder 
with drilling and pull-off protection and safety glass (P4A) ○ ○ ○

Size ranges

Size ranges in which 
an RC 2 version is 
possible

832 – 1250 mm
1875 – 2250 mm

Width
Height ○ ○ ○ ○

875 – 1250 mm
1875 – 2250 mm

Width
Height ○ ○

875 – 1100 mm
1875 – 2186 mm

Width
Height ○

Fittings
Hinges
3 two-part barrel hinges (180 mm), 3-way adjustable with 
cover caps (stainless steel look) ● ● ● ● ● ● ● ● ● ● ● ●

Handle (exterior)
Exterior handle HB 14-2, brushed stainless steel ● ● ● ● ● ● ● ● ● ○ ○ ○

Exterior handle HB 38-2, brushed stainless steel ○ ○ ○ ○ ○ ○ ○ ○ ○ ● ● ●

Lever handles (inside)
Stainless steel lever handle ● ● ● ● ● ● ● ● ● ● ● ●

Rose escutcheon (exterior and interior)
Oval stainless-steel profile cylinder rose escutcheons ● ● ● ● ● ● ● ● ● ● ● ●

Profile cylinder
Cylinder length 35.5 × 27.5 mm, with 5 keys, with 
emergency and hazard function ● ● ● ● ● ● ● ● ● ● ● ●

Glazing frame
Roundstyle plastic, clipped ● ● ●

Profile-style plastic, clipped
With surface-mounted plastic rails ● ●

Stainless steel, bonded ● ● ●

Glazing
S Insulated double glazing, Satinato ● ● ●

I Insulated double glazing, Kathedral glass small 
hammered finish ● ●

B Insulated triple glazing, sand-blasted float with 7 clear 
stripes ●

C Insulated triple glazing, sand-blasted float with 5 clear 
stripes ●

D Insulated triple glazing, sand-blasted float with 4 clear 
stripes ●

Frames
• Aluminium block frame with aluminium / plastic 

threshold rail, with thermal break, colour matching the 
door leaf

● ● ● ● ● ● ● ● ● ● ● ●

Side element / transom light
• For doors opening inwards ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Thermo46 entrance doors – single-leaf
Entrance door programme

Product description
● Standard
○ Optional

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1


4 Back to contents                                                                                             Series 2000 Entrance Door Price List (UK) 01.03.2024

TPS entrance doors with aluminium frame (profile A1 shown in the drawing)

Standard sizes
Overall frame dimension 

Ordering size
Structural wall 

opening
Clear frame 
dimension

1000 × 2100 1020 × 2110 872 × 2016
1100 × 2100 1120 × 2110 972 × 2016
1150 × 2200 1170 × 2210 1022 × 2116

LWB = RAMB + 20

RAMB

LZB = RAMB – 128

R
A

M
H

LZ
H

 =
 R

A
M

H
 –

 8
4

LW
H

 =
 R

A
M

H
 +

 1
0

20

Special sizes

TPS
Styles

Overall frame dimension
Width Height

010 / 020 / 030 /
700 / 750 700 – 1250 1875 – 2250

900 800 – 1250 1875 – 2250
015 / 025 / 515 875 – 1250 1875 – 2250

100 / 400 875 – 1100 1875 – 2186
200 875 – 1100 1990 – 2186 Overall frame width

Overall frame height
Structural wall opening width
Structural wall opening height
Clear frame dimension width
Clear frame dimension height

Wall connections for frames

64
36

45

60
.531

.5

25

60
.5

50

60
.5

Aluminium frame Aluminium frame 25 mm
Extension profile

(optional)

50 mm
Extension profile

(optional)Profile A1 With screw-in anchor  
(plug-and-screw fitting)

Through-bolt fixing
(Drill holes on site or optional at a 

surcharge)

Wall connections for frames

64

45

60
.531

.5

25

60
.5

50

60
.5

Aluminium frame Aluminium frame 25 mm
Extension profile

(optional)

50 mm
Extension profile

(optional)Profile A2 With screw-in anchor  
(plug-and-screw fitting)

Through-bolt fixing
(Drill holes on site or optional at a 

surcharge)

Retractable bottom seal (optional)

Thermo46 entrance doors – single-leaf
Entrance door programme

Technical presentation of door set

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1
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TPS entrance doors with side element / transom light

Standard sizes – side element

TPS
Styles

Overall frame dimension
Width Height

010 / 015 / 515 / 020 / 025 / 030 / 
700 / 750 / 900 / 
100 / 200 / 400

400 2100

400 2200

LWB

RAMB

LZB LDVB

LZ
H

LD
VH

LW
H

R
A

M
H

RAMB OL

R
A

M
H

 T
U

ER
 / 
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A

M
H

 S
T

RAMB
TUER

RAMB
ST

RAMB
ST

R
A

M
H

O
L

Special sizes – side element

TPS
Styles

Overall frame dimension
Width Height

010 / 015 / 515
See pages 22 and 23020 / 025 / 030 / 700 / 750 / 900

100 / 200 / 400

Size range – transom light

TPS
Styles

Overall frame dimension
Width Height

All styles See page 22

Clear view
Width Height

Side element RAM side element – 116 RAM side element – 138
Transom light RAM transom light – 116 RAM transom light – 116

Overall frame width
Overall frame height
Door
Side element
Transom light

Structural wall opening width
Structural wall opening height
Clear frame dimension width
Clear frame dimension height
Glazing clear view width
Glazing clear view height

Thermo46 entrance doors – single-leaf
Entrance door programme

Technical presentation of door set with side element / transom light

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1
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Clear view for styles with glazing
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TPS 700B

Sand-blasted float glass 
with 7 clear, horizontal 
stripes; top stripe 35 mm, 
centre stripes 20 mm, 
bottom stripe 35 mm high

TPS 750C

Float glass sand-blasted 
with 5 clear horizontal 
stripes, each 20 mm high

TPS 900D

Float glass sand-blasted 
with 4 clear horizontal 
stripes, each 20 mm high

Thermo46 entrance doors – single-leaf
Entrance door programme

Presentation of door set with glazing / ribbing

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1


We think and act green

Carbon neutral as standard with all 
fire-rated doors FS Thermo65, H8-5

Good Reasons to try  
Hörmann sheet steel doors
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Learn more about our sustainability 
strategy at
www.hoermann.com/sustainability
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For a product description, see from page 2
• Steel door leaf overlapping the door leaf with thermal break, exterior and 

interior in the same colour
• Aluminium frame
• Multiple-point lock

MatchColor 10 colours (see page 2)
Color 10 colours (see page 2)
Matt deluxe 7 colours (see page 2)
Decograin Golden Oak, Dark Oak, Night Oak, Winchester Oak and 

Titan Metallic CH 703 Profile A1 or Profile A2

View Style description Size (RAM) RAL 9016 Color / 
MatchColor Matt deluxe Decograin

Style TPS 010
• Smooth sheet
• Handle HB 14-2

1000 × 2100
1100 × 2100
1150 × 2200

1451 1606 1729 1762

From 700 × 1875
Up to 1250 × 2250

1732 1887 2010 2043

 ▶ UD value for size 1230 × 2180 mm: 1.1 W/(m²·K)

Style TPS 015
• Ribbed sheet with 7 ribs (exterior)
• Handle HB 14-2

1000 × 2100
1100 × 2100
1150 × 2200

1511 1666 1789 1822

From 875 × 1875
Up to 1250 × 2250

1792 1947 2070 2103

 ▶ UD value for size 1230 × 2180 mm: 1.1 W/(m²·K)

Style TPS 515
• Ribbed sheet with 3 ribs (exterior)
• Handle HB 14-2

1000 × 2100
1100 × 2100
1150 × 2200

1511 1666 1789 1822

From 875 × 1875
Up to 1250 × 2250

1792 1947 2070 2103

 ▶ UD value for size 1230 × 2180 mm: 1.1 W/(m²·K)

Style TPS 020S
• Smooth sheet
• 2 panes of insulated glass, safety glass 

on both sides – interior Satinato
• Plastic glazing frame in door leaf colour 

(exception: Decograin surface finish *)
• Handle HB 14-2

1000 × 2100
1100 × 2100
1150 × 2200

1778 2294 2416 2452

From 700 × 1875
Up to 1250 × 2250

2059 2575 2697 2733

 ▶ UD value for size 1230 × 2180 mm: 1.4 W/(m²·K)

Style TPS 025S
• Ribbed sheet with 7 ribs (exterior)
• 2 panes of insulated glass, safety glass 

on both sides – interior Satinato
• Plastic glazing frame in door leaf colour 

(exception: Decograin surface finish *)
• Handle HB 14-2

1000 × 2100
1100 × 2100
1150 × 2200

1882 2398 2520 2556

From 875 × 1875
Up to 1250 × 2250

2163 2679 2801 2837

 ▶ UD value for size 1230 × 2180 mm: 1.4 W/(m²·K)

 * For Decograin door surface finishes, the plastic glazing frames are coated in a colour matching the decor.

Accessories and optional extras See from page 11

Thermo46 entrance doors – single-leaf
Entrance door programme

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1
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For a product description, see from page 2
• Steel door leaf overlapping the door leaf with thermal break, exterior and 

interior in the same colour
• Aluminium frame
• Multiple-point lock

MatchColor 10 colours (see page 2)
Color 10 colours (see page 2)
Matt deluxe 7 colours (see page 2)
Decograin Golden Oak, Dark Oak, Night Oak, Winchester Oak and 

Titan Metallic CH 703 Profile A1 or Profile A2

View Style description Size (RAM) RAL 9016 Color / 
MatchColor Matt deluxe Decograin

Style TPS 030S
• Smooth sheet
• 2 panes of insulated glass, safety glass 

on both sides – interior Satinato
• Plastic glazing frame in door leaf colour 

(exception: Decograin surface finish *)
• Handle HB 14-2

1000 × 2100
1100 × 2100
1150 × 2200

2062 2578 2700 2736

From 700 × 1875
Up to 1250 × 2250

2343 2859 2981 3017

 ▶ UD value for size 1230 × 2180 mm: 1.3 W/(m²·K)

Style TPS 100
• Panelled sheet (on both sides)
• Handle HB 14-2

1000 × 2100
1100 × 2100

1511 1666 1789 –

From 875 × 1875
Up to 1100 × 2186

1792 1947 2070 –

 ▶ UD value for size 1230 × 2180 mm: 1.1 W/(m²·K)

Style TPS 200I
• Panelled sheet (on both sides)
• 2 panes of insulated glass, safety glass 

on both sides – interior Kathedral glass 
with small hammered finish

• Plastic glazing frame with surface-
mounted rails

• Handle HB 14-2

1000 × 2100
1100 × 2100

1882 2398 2520 –

From 875 × 1990
Up to 1100 × 2186

2163 2679 2801 –

 ▶ UD value for size 1230 × 2180 mm: 1.2 W/(m²·K)

Style TPS 400I
• Panelled sheet (on both sides)
• 2 panes of insulated glass, safety glass 

on both sides – interior Kathedral glass 
with small hammered finish

• Plastic glazing frame with surface-
mounted rails

• Handle HB 14-2

1000 × 2100
1100 × 2100

1712 2228 2350 –

From 875 × 1875
Up to 1100 × 2186

1993 2509 2631 –

 ▶ UD value for size 1230 × 2180 mm: 1.4 W/(m²·K)

Style TPS 700B
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane float 
sand-blasted with 7 clear stripes

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

2062 2217 2340 2373

From 700 × 1875
Up to 1250 × 2250

2343 2498 2621 2654

 ▶ UD value for size 1230 × 2180 mm: 1.2 W/(m²·K)

 * For Decograin door surface finishes, the plastic glazing frames are coated in a colour matching the decor.

Accessories and optional extras See from page 11

Thermo46 entrance doors – single-leaf
Entrance door programme

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1
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For a product description, see from page 2
• Steel door leaf overlapping the door leaf with thermal break, exterior and 

interior in the same colour
• Aluminium frame
• Multiple-point lock

MatchColor 10 colours (see page 2)
Color 10 colours (see page 2)
Matt deluxe 7 colours (see page 2)
Decograin Golden Oak, Dark Oak, Night Oak, Winchester Oak and 

Titan Metallic CH 703 Profile A1 or Profile A2

View Style description Size (RAM) RAL 9016 Color / 
MatchColor Matt deluxe Decograin

Style TPS 750C
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane float 
sand-blasted with 5 clear stripes

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

2062 2217 2340 2373

From 700 × 1875
Up 
to 1250 × 2250

2343 2498 2621 2654

 ▶ UD value for size 1230 × 2180 mm: 1.2 W/(m²·K)

Style TPS 900D
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane float 
sand-blasted with 4 clear stripes

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

2126 2281 2404 2437

From 800 × 1875
Up 
to 1250 × 2250

2407 2562 2685 2718

 ▶ UD value for size 1230 × 2180 mm: 1.2 W/(m²·K)

Accessories and optional extras See from page 11

Thermo46 entrance doors – single-leaf
Entrance door programme

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1
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Exterior handle (included in door price) £

+
21

0
+

33
0

Handle HB 14-2
• Brushed stainless steel
• Standard with styles TPS 010, TPS 015, 

TPS 020, TPS 025, TPS 030, TPS 100, 
TPS 200, TPS 400 and TPS 515

Surcharge for conversion 
to handle HB 14-2 168

+
60

0
+

10
00 Handle HB 38-2

• Brushed stainless steel
• Standard with styles TPS 700, TPS 750 

and TPS 900

Surcharge for conversion 
to handle HB 38-2 168

+
60

0
+

10
00

Handle HB 38-3
• Brushed stainless steel

Surcharge for conversion 
to handle HB 38-3 168

Rose escutcheon Surcharges £

Exterior oval rose escutcheon 
(screwed) Each 60

ES0 fittings Including profile cylinder with 5 keys Surcharges £

Knob / lever handle Stainless steel Each 168

Lever handle / lever handle Stainless steel Each 168

ES1 fittings Including profile cylinder with 5 keys Surcharges £
Note: ES1 fittings are only possible from a RAM of 900 mm for style TPS 400.

Knob / lever handle Stainless steel Each 269

Lever handle / lever handle Stainless steel Each 269

Thermo46 entrance doors
Entrance door programme

Accessories

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1
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Rose escutcheons Including profile cylinder with 5 keys Surcharges £
Note:
The rose escutcheons are only possible from a RAM width of 900 mm for the style TPS 400.

Knob K-160 / lever handle, type D-110 Stainless steel Each 168

Lever handle / lever handle, type D-110 Stainless steel Each 168

Lever handle / lever handle, type D-210 Stainless steel Each 168

Lever handle / lever handle, type D-310 Stainless steel Each 168

Lever handle / lever handle, type D-510 Stainless steel Each 168

Calculation example £

Conversion
TPS 020 with HB 14-2

to
HB 38-2

➔

Style TPS 020 in RAL 9016 with profile A1 (standard size) 1778
+ Conversion from handle HB 14-2 to handle HB 38-2 168
= Total 1946

Conversion
TPS 700 with HB 38-2

to
Fitting ES1

➔

Style TPS 700 in RAL 9016 with profile A1 (standard size) 2062
+ Surcharge for ES1 stainless steel knob / lever handle fitting 269
= Total 2331

Advanced handle and letter plate

Silver aluminium sleeved letter plate 61

Accessories surcharge £

Prepared for letter drop
(TPS 010, 015, 040, 100, 200, 400, 515) per door 53

Thermo46 entrance doors
Entrance door programme
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Emergency exit lock acc. to EN 179 Surcharges £
Notes:
• The rose escutcheons are only possible from a RAM width of 900 mm for the style TPS 400.
• Not approved for RC 2!

Multiple-point locking with anti-panic function E
• Anti-panic lock with stainless steel lock cover, distance 92 mm
• For the size range 1990 – 2250 mm

Each 213

Lever / knob handle set, rose escutcheon
Prepared for profile cylinder

Knob K-130 / lever handle type D-110

Black plastic Each 214
Anodised aluminium (F1) Each 333
Brushed stainless steel Each 432

Multiple-point locking with passage function D
• Anti-panic lock with stainless steel lock cover, distance 92 mm
• For the size range 1990 – 2250 mm

Each 291

Anti-panic lever handle set with split 
spindle, rose escutcheon
Prepared for profile cylinder

Lever handle / lever handle, type D-110

Black plastic Each 214
Anodised aluminium (F1) Each 333
Brushed stainless steel Each 432

Multiple-point locking with change-over function B
• Anti-panic lock with stainless steel lock cover, distance 92 mm
• For the size range 1990 – 2250 mm

Each 291

Anti-panic lever handle set with split 
spindle, rose escutcheon
Prepared for profile cylinder

Lever handle / lever handle, type D-110

Black plastic Each 214

Anodised aluminium (F1) Each 333

Brushed stainless steel Each 432

Door set opening outwards
(all approved characteristics will no longer apply!) Per door 98

Escape door function acc. to DIN EN 179 Emergency exit lock acc. to 
DIN EN 179 Surcharge see above

Optional escape door function 
(capability for release) must be 
specified on the order

No surcharge

Thermo46 entrance doors
Entrance door programme

Accessories
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Profile cylinder £
Profile cylinder (35.5 + 27.5 mm)
For handle with oval rose escutcheon

With 8 keys Each 96
With 10 keys Each 118

Profile cylinder (40.5 + 31.5 mm)
For ES0 fittings

With 5 keys Each 62
With 8 keys Each 96
With 10 keys Each 118

Profile cylinder (40.5 + 31.5 mm), with drilling 
and pull-off protection
For fittings ES1 and handle with security rose 
escutcheon ES1

With 5 keys Each 106
With 8 keys Each 140
With 10 keys Each 162

Profile cylinder
For rose escutcheons

With 5 keys Each 62

Profile cylinder, keys to pass
For handle or fittings ES0

Note:
No keys to pass for the profile cylinder from the 
fitting pack!

With 5 keys Each 62
With 8 keys Each 96
With 10 keys Each 118

Profile cylinder, keys to pass, with drilling and 
pull-off protection for ES1 fittings

Note:
No keys to pass for the profile cylinder from the 
fitting pack!

With 5 keys Each 106
With 8 keys Each 140
With 10 keys Each 162

Door leaf and frame in different colours / surface finishes

Colours of door leaf and frame differ Door leaf Frame Price for entrance door  
with surface

Example Door leaf 
Anthracite grey

Frame 
Traffic white

RAL 9016 Color / MatchColor Color / MatchColor
RAL 9016 Matt deluxe Matt deluxe
RAL 9016 Decograin Decograin
Color / MatchColor RAL 9016 Color / MatchColor
Color / MatchColor Color / MatchColor Color / MatchColor
Color / MatchColor Matt deluxe Matt deluxe
Color / MatchColor Decograin Decograin
Matt deluxe RAL 9016 Matt deluxe
Matt deluxe Color / MatchColor Matt deluxe
Matt deluxe Matt deluxe Matt deluxe
Matt deluxe Decograin Decograin
Decograin RAL 9016 Decograin
Decograin Color / MatchColor Decograin
Decograin Matt deluxe Decograin
Decograin Decograin Decograin

Retractable bottom seal £
Retractable bottom seal
(Frame without threshold) Each 423

Notes:
• Possible from RAM width 782 mm.
• The thermal insulation (UD) and water-tightness under heavy rain performance characteristics are 

limited!

Thermo46 entrance doors
Entrance door programme
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Profiles £
Bottom spacer profile BE 01
Dimensions (D × H) 35 × 30 mm

Length up to 1250 mm Height 30 mm Each 41
Height 60 mm Each 82
Height 90 mm Each 123
Height 120 mm Each 164
Height 150 mm Each 205
Height 180 mm Each 246

Length up to 2250 mm Height 30 mm Each 67
Height 60 mm Each 134
Height 90 mm Each 201
Height 120 mm Each 268
Height 150 mm Each 335
Height 180 mm Each 402

Length up to 3250 mm Height 30 mm Each 95
Height 60 mm Each 190
Height 90 mm Each 285
Height 120 mm Each 380
Height 150 mm Each 475
Height 180 mm Each 570

Bottom spacer profile BE 02
Dimensions (D × H) 45 × 30 mm

Length up to 1250 mm Height 30 mm Each 34
Height 60 mm Each 68
Height 90 mm Each 102
Height 120 mm Each 136
Height 150 mm Each 170
Height 180 mm Each 204

Length up to 2250 mm Height 30 mm Each 55
Height 60 mm Each 110
Height 90 mm Each 165
Height 120 mm Each 220
Height 150 mm Each 275
Height 180 mm Each 330

Length up to 3250 mm Height 30 mm Each 79
Height 60 mm Each 158
Height 90 mm Each 237
Height 120 mm Each 316
Height 150 mm Each 395
Height 180 mm Each 474

25

Extension profile 25 mm
Dimensions (W × D) 25 × 60.5 mm

RAL 9016 Per m 70
Color / MatchColor Per m 86
Matt deluxe Per m 99
Golden Oak, Dark Oak, Night Oak, Winchester Oak, 
Titan Metallic CH 703

Per m 99

50

Extension profile 50 mm
Dimensions (W × D) 50 × 60.5 mm

RAL 9016 Per m 79
Color / MatchColor Per m 94
Matt deluxe Per m 107
Golden Oak, Dark Oak, Night Oak, Winchester Oak, 
Titan Metallic CH 703

Per m 107

Thermo46 entrance doors
Entrance door programme

Accessories
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Profiles £

50

Cover profile
Per package 2 × 2300 mm and 1 × 1300 mm
Dimensions (W × D) 50 × 5 mm
Profiles sufficient for a door without side 
elements / transom light

RAL 9016 Per box 158
Golden Oak, Dark Oak, Night Oak, Winchester Oak, 
Titan Metallic CH 703

Per box 211

Supplementary profile (on three sides)
Width 20 mm, mitred, incl. corner bracket and 
fitting screws

The supplementary profile is painted in a colour 
matching the decor for door surface finishes 
Decograin Golden Oak, Dark Oak and 
Titan Metallic CH 703.

RAL 9016 Per door 334
Color / MatchColor Per door 418
Matt deluxe Per door 434
Golden Oak, Dark Oak, Titan Metallic CH 703 Per door 434

Door closer £

// NEW Reinforcement in the door leaf for door closer
(without drill holes)

On opening side Each 43
On closing side Each 85

// NEW Prepared for door closer, incl. position marking 
(reinforcement in door leaf)

On opening side Each 61
On closing side Each 103

Door closer HDC 35-1 for fitting on opening side (hinge side)
For aluminium frame profile A1 or A2 Each 254

Door closer HDC 35-1 for fitting on closing side (opposite hinge side)
For aluminium frame profile A2 Each 254

Door closer TS 5000 ECline for fitting on opening side (hinge side)
For aluminium frame profile A1 and A2 Each 434

Door closer TS 5000 L ECline for fitting on closing side (opposite hinge side)
For aluminium frame profile A2 Each 464

Mechanical hold-open device for HDC 35-1 Each 101
Mechanical opening limiter for HDC 35-1 Each 81

Fitting on the opening 
side

Fitting on the closing 
side

Frame profile A1 ● –
Frame profile A2 ● ●

● Possible
–  not possible

Accessories £
Silver-coloured mechanical hold-open device with 60 mm travel Each 120
Reinforcement in door leaf for mechanical hold-open device Each 44

Electric strike with day catch
(separate) Each 107

Thermo46 entrance doors
Entrance door programme
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Accessories £

Latch switching contact
For main latch, main lock Each 134

Reed contact
(separate), door leaf and frame are prepared Each 134

Door set opening outwards
(approved characteristics will no longer apply!) Per door 98

Spyhole (fitted)
(only for TPS 010, TPS 015, TPS 100, TPS 200, TPS 400 and TPS 515) Each 69

Rain canopy
Anodised aluminium Each 33

Door drip
(aluminium painted) RAL 9006 White aluminium Each 67

Door drip Stainless steel Each 275

Stainless steel cleaner and care product
(150 ml) Each 42

Stainless steel kick plate on the exterior (separate)
• Kick plate height 110 mm
• Size range of heights for style

Style Height (RAM)
TPS 010 1875 – 2250 mm
TPS 015 / TPS 020 / TPS 025 / TPS 030 / TPS 100 / TPS 200 /
TPS 400 / TPS 515 / TPS 700 / TPS 750 / TPS 900 2050 – 2250 mm

Notes:
• Not in combination with embellishments in stainless steel look, view 451, 454, 457, 459,  

750 and 751.
• Not in conjunction with the door drip.

Per door 235

Thermo46 entrance doors
Entrance door programme
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Accessories £

Through-bolt fixing (4 fitting holes for each side bar)
For aluminium frame profile A1 and A2 Per door 98

Fixing material £

(8x)
Plug-and-screw set
8 × screws and 8 × plugs, 8 × 120 mm Per set 33

(8x)
Screw pack
8 × frame screws 7.5 × 182 mm Per set 33

Screw-in anchor set
Length 280 mm (8 × anchors) Per set 39

Pre-compressed sealing strip (56 mm wide) for groove widths from 6 – 15 mm

(for fitting according to state-of-the-art)
Per roll 116

Thermo46 entrance doors
Entrance door programme

Accessories
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Entrance door in RC 2 version (for a product description, see page 3) £
Hook bolt lock: attack side = closing side (opposite hinge side)

RC 2

TPS 010 TPS 015 TPS 515 TPS 100

Package HB 14-2 with security rose 
escutcheon

Stainless 
steel Per door 173

Package HB 38-2 with security rose 
escutcheon

Plus surcharge for 
other handles

Stainless 
steel Per door 173

Package HB 38-3 with security rose 
escutcheon

Plus surcharge for 
other handles

Stainless 
steel Per door 173

ES1 fittings Knob / lever handle Stainless 
steel Per door 269

Lever handle / lever 
handle

Stainless 
steel Per door 269

RC 2

TPS 700 TPS 750 TPS 900

Package HB 14-2 with security rose 
escutcheon and safety glass (P4A)

Plus surcharge for 
other handles

Stainless 
steel Per door 319

Package HB 38-2 with security rose 
escutcheon and safety glass (P4A)

Stainless 
steel Per door 319

Package HB 38-3 with security rose 
escutcheon and safety glass (P4A)

Plus surcharge for 
other handles

Stainless 
steel Per door 319

Fittings ES1 and safety glass (P4A) Knob / lever handle Stainless 
steel Per door 415

Lever handle / lever 
handle

Stainless 
steel Per door 415

Approved size range for RC 2 version for each style

TPS 010 TPS 700 TPS 750 TPS 900 TPS 100 TPS 015 TPS 515

Width 832 – 1250 875 – 1100 875 – 1250
Height 1875 – 2250 1875 – 2186 1875 – 2250

Example for calculating an entrance door in an RC 2 version £

Conversion TPS 700 with 
HB 38-2 to 

Package HB 38-2 with security 
rose escutcheon

➔

Style TPS 700 in RAL 9016 with profile A1 (standard size) 2062
+ Conversion for package HB 38-2 with security rose escutcheon 319
= Total 2381

Secured By Design option £

Secured by Design in conjunction with the Association of Chief Police Officers, is a
security upgrade to help combat crime. The fully accredited door will come supplied
with a high security cylinder complete with registration card and 3 security keys.

Available on styles 100, 700, 900, 010, 030, 040 and 015

149

Thermo46 entrance doors
Entrance door programme
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Embellishments for style TPS 010 (on the exterior) Surcharge £

View 451

Stainless steel frames
Overall dimension 240 × 240 mm
Inside dimension 160 × 160 mm

 ▷ From RAM height 2000 mm

Style TPS 010 Per door 319

View 454
Stainless steel frames
Overall dimension 145 × 145 mm

 ▷ From RAM height 2000 mm
Style TPS 010 Per door 319

18
33

190

View 457
Curved stainless steel frames

 ▷ From RAM height 2000 mm
Style TPS 010 Per door 319

View 459

Stainless steel rings
Overall dimension Ø 240 mm
Inside dimension Ø 160 mm

 ▷ From RAM height 2000 mm

Style TPS 010 Per door 319

View 750
Stainless steel frame over entire leaf height

 ▷ From RAM height 2000 mm
Style TPS 010 Per door 319

View 751
3 parallel stainless steel strips over the entire leaf height

 ▷ From RAM height 2000 mm
Style TPS 010 Per door 319

Thermo46 entrance doors
Entrance door programme
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Embellishments (on the exterior) £

TPS 015 TPS 025 TPS 515

Embellishment in stainless steel look view 400
• Inlay length 577 mm per rib  

for styles TPS 015 and 515
• Inlay length 351 mm per rib  

for style TPS 025

Style TPS 015 Per door 248
Style TPS 025 Per door 248
Style TPS 515 Per door 165

Embellishment in black.edition view 400
• Inlay length 577 mm per rib  

for styles TPS 015 and 515

Style TPS 015 Per door 315
Style TPS 515 Per door 232

TPS 015 TPS 515

Embellishment in stainless steel look view 401
Inlay length 118 mm per rib

Style TPS 015 Per door 248
Style TPS 515 Per door 165

TPS 015 TPS 025 TPS 515

Embellishment in stainless steel look view 402
Inlay length 118 mm per rib

Style TPS 015 Per door 248
Style TPS 025 Per door 248
Style TPS 515 Per door 165

TPS 015 TPS 515

Embellishment in stainless steel look view 403
Inlay length 2 × 118 mm per rib

Style TPS 015 Per door 248
Style TPS 515 Per door 165

Thermo46 entrance doors
Entrance door programme

Accessories

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1


22 Back to contents                                                                                             Series 2000 Entrance Door Price List (UK) 01.03.2024

Side element

Fixed side element assembly

Note:
• Not possible for door assemblies opening outwards!
• Not possible in conjunction with RC 2!

Standard size Ordering sizes
RAM (mm)

Width × height
Glass RAL 9016 Color / 

MatchColor Matt deluxe Decograin

21
00

400

400 × 2100
400 × 2200

Clear 1043 1209 1318 1262
Satinato 1043 1209 1318 1262
Kathedral glass 1043 1209 1318 1262
Sand-blasted 1043 1209 1318 1262
Sand-blasted with clear 
stripes 1759 1925 2034 1978

Side element

Fixed side element assembly

Note:
• Not possible for door assemblies opening outwards!
• Not possible in conjunction with RC 2!

Special sizes Ordering sizes
RAM up to (mm)
Width × height

Glass RAL 9016 Color / 
MatchColor Matt deluxe Decograin

R
A

M
H

RAMB

From 300 × 700 
Up to 500 × 2250 Clear, Satinato, Kathedral 

glass or sand-blasted 
according to overview on 
page 23

1292 1458 1567 1511

Up to 1000 × 2250 * 1542 1708 1817 1761

From 300 × 1875
Up to 500 × 2250 Sand-blasted with clear 

stripes according to 
overview on page 23

2195 2361 2470 2414

Up to 1000 × 2250 * 2439 2605 2714 2657

 * Only possible without transom light
Door set with side element does not contribute to the static equilibrium. Statics must be ensured by the building structure.

Transom light

Fixed transom light element assembly

Note:
• Not possible for door assemblies opening outwards!
• Not possible in conjunction with RC 2!

R
A

M
H

RAMB

Ordering sizes
RAM (mm)

Width × height
Glass RAL 9016 Color / 

MatchColor Matt deluxe Decograin

From 700 × 300
Up to 1250 × 500 Clear, Satinato, Kathedral 

glass or sand-blasted 
according to overview on 
page 23

981 1147 1256 1200

Up to 2250 × 500 1299 1465 1574 1517

= Overall frame width

= Overall frame height

Thermo46 entrance doors
Entrance door programme
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Infill / size range

Glass design: Exterior pane clear laminated safety glass – interior pane

Style Glass
(Interior pane)

Size range
Side element Transom light

“M
od

er
n”

 ty
pe

 A

TPS 010 TPS 015 TPS 515 TPS 100

1. Satinato single-pane safety glass
2. Sand-blasted laminated safety glass 

(without clear stripes)
3. Clear laminated safety glass
4. Single-pane safety Kathedral glass

Width
300 – 1000 mm

Height 
700 – 2250 mm

Width
700 – 2250 mm

Height 
300 – 500 mm

TPS 020 TPS 025 TPS 030

1. Satinato single-pane safety glass
2. Clear laminated safety glass

Width
300 – 1000 mm

Height
700 – 2250 mm

Width
700 – 2250 mm

Height
300 – 500 mm

“C
la

ss
ic

”

TPS 200 TPS 400

1. Single-pane safety Kathedral glass
2. Clear laminated safety glass

Width
300 – 1000 mm

Height
700 – 2186 mm

Width
875 – 2100 mm

Height
300 – 500 mm

 “
M

od
er

n”
 ty

pe
 B

TPS 700 TPS 750 TPS 900

1. Sand-blasted laminated safety glass 
(without clear stripes)

2. Clear laminated safety glass

Width
300 – 1000 mm

Height
700 – 2250 mm

Width
700 – 2250 mm

Height
300 – 500 mm

TPS 700 TPS 750 TPS 900

3. Sand-blasted laminated safety glass 
with clear stripes (only in side element)

Width
300 – 1000 mm

Height
1875 – 2250 mm

Width
700 – 2250 mm

Height
300 – 500 mm

Thermo46 entrance doors
Entrance door programme
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Product description

Thermo65 – steel THP
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Door leaf structure
Smooth sheet ● ● ● ● ● ● ● ● ● ● ● ● ●

Ribbed sheet (exterior) ● ● ●

Panelled sheet (on both sides) ● ● ●

Door leaf thickness 65 mm thick
Sheet thickness 0.6 – 0.8 mm
Fully foamed, with thermal break, exterior and interior 
overlapping the leaf ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Size ranges (see also page 42)
Standard sizes (RAM) 1000 × 2100 mm / 1100 × 2100 mm / 1150 × 2200 mm

Special sizes (RAM)

700 – 1250 mm
1875 – 2250 mm

Width
Height ● ● ● ● ● ●

800 – 1250 mm
1875 – 2250 mm

Width
Height ● ● ● ● ●

875 – 1250 mm
1875 – 2250 mm

Width
Height ● ● ●

875 – 1100 mm
1875 – 2186 mm

Width
Height ● ● ●

875 – 1250 mm
2000 – 2250 mm

Width
Height ●

1100 – 1250 mm
2100 – 2250 mm

Width
Height ●

Surface finish
Note:
For doors with dark surfaces, the material expansion is particularly high. Therefore, please check the location of the door in the building during your consultation 
meeting. This will ensure trouble-free door operation.

Standard, MatchColor, Color and Matt deluxe surface finishes with high-quality coating (painted) on both sides.
Decograin surface finish with high-quality plastic film coating on both sides.
Standard
• Traffic white, based on RAL 9016
• Painted on both sides
• Silk matt, gloss level 35 – 40%

● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

MatchColor
• 10 colours

(colour matching sectional garage doors)
• Painted on both sides, based on the RAL colour 

chart
• Silk matt, gloss level 35 – 40%

● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

RAL 7012 Basalt grey RAL 7030 Stone grey RAL 7040 Window grey
RAL 7015 Slate grey RAL 7035 Light grey RAL 8028 Terra brown
RAL 7016 Anthracite grey RAL 7039 Quartz grey RAL 9005 Jet black

CH 703 Anthracite metallic

Color
• 10 colours
• Painted on both sides, based on the RAL colour 

chart
• Silk matt, gloss level 35 – 40%

● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

RAL 1015 Light ivory RAL 6005 Moss green RAL 9006 White aluminium
RAL 3003 Ruby red RAL 6009 Fir green RAL 9007 Grey aluminium
RAL 5010 Gentian blue RAL 7037 Dusty grey

RAL 9002 Grey white CH 907 Grey aluminium

Matt deluxe
• 7 colours
• Painted on both sides
• Matt, gloss level 3 – 8%

● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

CH 9016 Matt deluxe Traffic white CH 9006 Matt deluxe White aluminium
CH 8028 Matt deluxe Terra brown CH 9007 Matt deluxe Grey aluminium
CH 7016 Matt deluxe Anthracite grey CH 703 Matt deluxe Anthracite metallic

CH 905 Matt deluxe black

Decograin
Film coating, on both 
sides

Golden Oak ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Dark Oak ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Night Oak ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Winchester Oak ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Titan Metallic CH 703 ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Seals
Door leaf: 4-sided, double seals 
Frame: 3-sided seals ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Thermo65 entrance doors – single-leaf
Entrance door programme

Product description
● Standard
○ Optional
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Product description

Thermo65 – steel THP
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Lock
Multiple-point locking with main lock and 2 bolts, 
pivoting / hook bolt combination, main lock plate with 
adjustable latch slot

● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Electric strikes
Electric strike with day catch (separate) ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Security bolts
Security strip on the hinge side ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Frames
Aluminium block frame with thermal break  
(colour matching the door leaf) with aluminium /  
plastic threshold rail, with thermal break  
(subsequent replacement possible)

● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Thermal insulation value (in W/m²·K)
 ▶ Dependent on the size and frame type For a product description, see from page 24

Features
EN 12207 – air permeability Class 4 (bolted and locked) / Class 3 (bolted in latch)
EN 12208 – water tightness under heavy rain Class 3a (latched or bolted and locked)
EN 12219 – differential climate behaviour 2 d / 2 e
Version in RC 2
Attack side = opening or closing side (hinge side or opposite hinge side)
RC 2 with aluminium frame, hook bolt lock, or automatic 
lock (hook bolt lock), profile cylinder with drilling and 
pull-off protection and barrel hinges

○ ○ ○ ○

RC 2 with aluminium frame, hook bolt lock or automatic 
lock (hook bolt lock), profile cylinder with drilling and 
pull-off protection, barrel hinges and P4A safety glass

○ ○ ○ ○ ○ ○ ○

RC 2 with side element / transom light (P4A safety glass) ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Attack side = opening or closing side (hinge side or opposite hinge side)
RC 2 with aluminium frame, multiple-point locking 
(entrance door automation), profile cylinder with drilling 
and pull-off protection and barrel hinges

○ ○ ○

RC 2 with aluminium frame, multiple-point locking 
(entrance door automation), profile cylinder with drilling 
and pull-off protection, barrel hinges and P4A safety 
glass

○ ○ ○ ○ ○ ○ ○ ○

RC 2 with side element / transom light (P4A safety glass) ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Size ranges

Size ranges in which an 
RC 2 version is possible

875 – 1100 mm
1875 – 2186 mm

Width
Height ○

700 – 1250 mm
1875 – 2250 mm

Width
Height ○ ○ ○ ○ ○

800 – 1250 mm
1875 – 2250 mm

Width
Height ○ ○ ○

875 – 1250 mm
1875 – 2250 mm

Width
Height ○ ○

875 – 1250 mm
2000 – 2250 mm

Width
Height ○

Thermo65 entrance doors – single-leaf
Entrance door programme

Product description
● Standard
○ Optional
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Product description

Thermo65 – steel THP
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Fittings
Hinges
3 two-part barrel hinges (180 mm), 3-way adjustable, 
with cover caps (stainless steel look), with securing pin ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Handle (exterior)
Exterior handle HB 14-2, brushed stainless steel ● ● ● ● ● ● ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Exterior handle HB 38-2, brushed stainless steel ○ ○ ○ ○ ○ ○ ● ● ● ● ● ● ● ● ● ● ● ● ●

Lever handles (inside)
Stainless steel lever handle ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Rose escutcheon (exterior and interior)
Oval stainless-steel profile cylinder rose escutcheons ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Profile cylinder
Cylinder length 40.5 × 40.5 mm, with 5 keys, with 
emergency and hazard function ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Glazing frame
Stainless steel, bonded ● ● ● ● ● ● ● ● ● ● ●

Profile-style plastic, clipped ● ●

Glazing
B Insulated triple glazing,  

sand-blasted float with 7 clear stripes ● ● ●

C Insulated triple glazing,  
sand-blasted float with 5 clear stripes ●

D Insulated triple glazing,  
sand-blasted float with 4 clear stripes ●

E Insulated triple glazing,  
sand-blasted float with clear stripes (frame) ● ●

S Insulated triple glazing, Satinato ● ● ● ● ● ● ● ●

N Insulated triple glazing, one-way plate glass ● ● ●

P Insulated triple glazing, black glass ●

Side element / transom light
For doors opening inwards ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

For doors opening outwards ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Styles THP 010 and THP 700B with acoustic insulation See page 42

Thermo65 entrance doors – single-leaf
Entrance door programme

Product description
● Standard
○ Optional
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Product description
Thermo65 – steel THP

010 610 S 610 N
Function
Acoustic insulation with threshold Class 3 (42 dB) Class 3 (42 dB) Class 3 (42 dB)
Acoustic insulation with retractable bottom seal Class 2 (37 dB) Class 2 (37 dB) Class 2 (37 dB)
Door leaf structure
Smooth sheet ● ● ●

Door leaf thickness 65 mm thick
Sheet thickness 1.5 mm
Insert made of mineral wool and gypsum board, glued, with thermal break,
exterior and interior overlapping the leaf, ● ● ●

Size ranges (see also page 24)
Standard sizes (RAM) 1000 × 2100 mm, 1100 × 2100 mm and 1150 × 2200 mm

Special sizes (RAM) 700 – 1250 mm
1875 – 2250 mm

Width
Height On request – –

Special sizes (RAM) 875 – 1250 mm
2000 – 2250 mm

Width
Height – On request On request

Surface finish
Note:
For doors with dark surfaces, the material expansion is particularly high. Therefore, please check the location of the door in the building during your consultation 
meeting. This will ensure trouble-free door operation.

Standard, MatchColor, Color and Matt deluxe surface finishes with high-quality coating (painted) on both sides.
Standard
Painted in Traffic white on both sides, based on RAL 9016, silk matt, gloss level 35 – 40% ● ● ●

MatchColor
10 colours, painted on both sides, based on the RAL colour chart, silk matt,  
gloss level 35 – 40%

○ ○ ○

Color
10 colours, painted on both sides, based on the RAL colour chart, silk matt,  
gloss level 35 – 40%

○ ○ ○

Matt deluxe
7 colours, painted on both sides, matt, gloss level 3 – 8% ○ ○ ○

Decograin
Film coating, on both sides X X X

Two-coloured
Different surfaces on outside and inside X X X

Seals
Door leaf: 4-sided, double seals 
Frame: 3-sided seals ● ● ●

Lock
Multiple-point locking with main lock (with soft lock latch) and 2 bolts, pivoting /  
hook bolt combination, main lock plate with adjustable latch slot, secondary  
lock plates with eccentric adjustment

● ● ●

Automatic lock ○ ○ ○

Automatic lock with electric motor X X X

Automatic lock with electric motor and integrated finger-scan X X X

Multiple-point locking with change-over function B ○ ○ ○

Multiple-point locking with passage function D ○ ○ ○

Multiple-point locking with anti-panic function E ○ ○ ○

Electric strikes
Electric strike with day catch (separate) ○ ○ ○

Security bolts
Security strip on the hinge side ● ● ●

Frames
Aluminium block frame profile A3 or A4 with thermal break (colour matching the door 
leaf) with aluminium / plastic threshold rail, with thermal break (subsequent replacement 
possible)

● ● ●

Threshold / door bottom edge
Threshold S11 ● (42 dB) ● (42 dB) ● (42 dB)

Threshold S12 ○ (42 dB) ○ (42 dB) ○ (42 dB)

Retractable bottom seal ○ (37 dB) ○ (37 dB) ○ (37 dB)

Thermo65 entrance doors –  
single-leaf with acoustic insulation
Entrance door programme

Product description

● Standard
○ Optional
X not possible
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Product description
Thermo65 – steel THP

010 610 S 610 N
Thermal insulation value (in W/m²·K)

 ▶ UD-value
With threshold rail 0.93 W/(m²·K) 1.1 W/(m²·K) 1.1 W/(m²·K)
With retractable bottom seal 1.0 W/(m²·K) 1.2 W/(m²·K) 1.2 W/(m²·K)

Features
EN 12207 – air permeability Class 4 (bolted and locked) / Class 3 (bolted in latch)
EN 12208 – water tightness under heavy rain Class 3a (latched or bolted and locked)
EN 12219 – differential climate behaviour 2 d / 2 e
Version in RC 2
RC 2 ○ ○ ○

Fittings
Hinges
3 two-part barrel hinges (180 mm), 3-way adjustable, with cover caps  
(stainless steel look), with securing pin ● ● ●

Handle (exterior)
Handle HB 14-2 / HB 38-2 / HB 38-3
Brushed stainless steel ● / ○ / ○ ○ / ● / ○

Handle HB 38-2 black.edition ○ ○ ○

Handle HB 738
Brushed stainless steel X X

Offset handle X X

Fitting ES0 ○ ○ ○

Fitting ES1 ○ ○ ○

Rose escutcheon ○ ○ ○

Rose escutcheon black.edition ○ ○ ○

Lever handles (inside)
Stainless steel lever handle ● ● ●

Rose escutcheon (exterior and interior)
Oval stainless-steel profile cylinder rose escutcheons ● ● ●

Profile cylinder
Cylinder length 40.5 × 40.5 mm, with 5 keys, with emergency and hazard function ● ● ●

Glazing frame
Stainless steel, bonded ●

Glazing (for details on glass design, see style descriptions on pages 71 –72)
S Insulated triple glazing, Satinato ●

N Insulated triple glazing, one-way plate glass ●

Opening sense
Door set opening inwards ● ● ●

Door set opening outwards ○ ○ ○

Optional extras
• Reinforcement for door closers ● ● ●

• Door closer
• Bottom spacer profile
• Base profile
• Bottom edge profile
• Sealing strip
• Kick plate
• Stainless steel embellishments
• Rain canopy
• Door drip
• Electric strikes

• Latch switching contact
• Reed contact
• Spyhole
• Version in RC 2
• Extension profile 25 mm / 50 mm
• Side element / transom light ○ ○ ○

• Cover profile
• Supplementary profile X X X

Thermo65 entrance doors –  
single-leaf with acoustic insulation
Entrance door programme

Product description

● Standard
○ Optional
X not possible
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Product description
Thermo65 – steel THP

010 610 S 610 N
Side elements

Side element with standard glass
300 – 1000* mm width
700 – 2250 mm height

• Sand-blasted without clear 
stripes

• Satinato
• Clear
• One-way plate glass

○ (37 dB)

• Satinato
• Clear

○ (37 dB)

• One-way plate glass
• Clear

○ (37 dB)

Side element with P4A standard glass for RC 2
300 – 550* mm width
700 – 2250 mm height

• Sand-blasted without clear 
stripes

• Satinato
• Clear

○ (37 dB)

• Satinato
• Clear

○ (37 dB)

• Clear ○ (37 dB)

Side element with acoustic-rated glass
for door sets with threshold S11 / S12
300 – 1000* mm width
700 – 2250 mm height

• Satinato ○ (42 dB) ○ (42 dB)

Side element with P4A acoustic-rated glass for 
RC 2
for door sets with threshold S11 / S12
300 – 550* mm width
700 – 2250 mm height

• Satinato ○ (42 dB) ○ (42 dB)

Transom lights

Transom light with standard glass
700 – 2250 mm width
300 – 1000 mm height

• Sand-blasted without clear 
stripes

• Satinato
• Clear
• One-way plate glass

○ (37 dB)

• Satinato
• Clear

○ (37 dB)

• One-way plate glass
• Clear

○ (37 dB)

Transom light with P4A standard glass for RC 2
700 – 2250 mm width
300 – 1000 mm height

• Sand-blasted without clear 
stripes

• Satinato
• Clear

○ (37 dB)

• Satinato
• Clear

○ (37 dB)

• Clear ○ (37 dB)

Transom light with acoustic-rated glass
for door sets with threshold S11 / S12
700 – 2250 mm width
300 – 1000 mm height

• Satinato ○ (42 dB) ○ (42 dB) ○ (42 dB)

Transom light with P4A acoustic-rated glass for 
RC 2
for door sets with threshold S11 / S12
700 – 2250 mm width
300 – 1000 mm height

• Satinato ○ (42 dB) ○ (42 dB) ○ (42 dB)

 * From 501 mm width only possible without transom light

Thermo65 entrance doors with acoustic insulation
(For a product description, see page 27)) Surcharge £

THP 010 THP 610S/N

Acoustic insulation class 3 (42 dB) with threshold Per door 646

Acoustic insulation class 2 (38 dB) with retractable bottom seal Per door 1017

// NEW Acoustic insulation class 3 (42 dB) for side element / transom light Per side element / 
transom light 393

Thermo65 entrance doors –  
single-leaf with acoustic insulation
Entrance door programme

Product description

● Standard
○ Optional
X not possible
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THP entrance doors with aluminium frame, profile A3

Standard sizes
Overall frame dimension 

Ordering size
Clear frame 
dimension

Structural wall 
opening

1000 × 2100 850 × 2005 1020 × 2110
1100 × 2100 950 × 2005 1120 × 2110
1150 × 2200 1000 × 2105 1170 × 2210

RAMB

LWB

LZB = RAMB – 150

R
A

M
H

LW
H

LZ
H

 =
 R

A
M

H
 –

 9
5

Special sizes

THP
Styles

Overall frame dimension
Width Height

010 / 700 / 730 /
750 / 800 / 810 700 – 1250 1875 – 2250

820 / 830 / 840 /
850 / 900 800 – 1250 1875 – 2250

015 / 515 / 780 875 – 1250 1875 – 2250
610 875 – 1250 2000 – 2250
630 1100 – 1250 2000 – 2250

100 / 410 / 430 875 – 1100 1875 – 2186
Overall frame width
Overall frame height

Structural wall opening width
Structural wall opening height
Clear frame dimension width
Clear frame dimension height

Wall connections for frames

75
48

80

54 Not for RC 2 version!

Aluminium frame Aluminium frame Aluminium frame
Profile A3 With screw-in anchor  

(plug-and-screw fitting)
to the wall

With screw-in anchor  
(plug-and-screw fitting)

Through-bolt fixing
(Drill holes on site or optional at a surcharge)

75

80

54 Not for RC 2 version!

Aluminium frame Aluminium frame Aluminium frame
Profile A4 With screw-in anchor  

(plug-and-screw fitting)
to the wall

With screw-in anchor  
(plug-and-screw fitting)

Through-bolt fixing
(Drill holes on site or optional at a surcharge)

Thermo65 entrance doors – single-leaf
Entrance door programme

Technical presentation of door set
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Wall connections for frames

25

80

50

80

75
48

80

54

25 75

80

54

25

Extension profile 25 mm
(optional)

Extension profile 50 mm
(optional)

With aluminium frame profile A3
(shown with extension profile 25 mm)

With aluminium frame profile A4
(shown with extension profile 25 mm)

Bottom edge

35

30

OFF OFF

45

30

OFF OFF

Bottom spacer profile 
BE 01

(optional)

With 1 bottom spacer 
profile

With 2 bottom spacer 
profiles

Bottom spacer profile 
BE 02

(optional)

With 1 bottom spacer 
profile

With 2 bottom spacer 
profiles

80

15

OFF

OFF

Base profile
(optional)

Base profile
below FFL

Base profile
above FFL

With bottom spacer profile BE 01
Base profile and  

bottom spacer profile
Can be combined

OFF Finished floor level

Retractable bottom seal (optional)

Threshold rails

50

20

80

20

Threshold rail S11
(standard)

Threshold rail S12
(optional)

Thermo65 entrance doors – single-leaf
Entrance door programme

Technical presentation of door set
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THP entrance doors with side element / transom light

Standard sizes – side element

THP
Styles

Overall frame dimension
Width Height

All styles
400 2100
400 2200

RAMB OL

R
A

M
H

 T
U

ER
 / 

R
A

M
H

 S
T

RAMB
TUER

RAMB
ST

RAMB
ST

R
A

M
H

O
L

LD
VH

 O
L

R
A

M
H

 O
L

R
A

M
H

 T
U

ER

LZ
H

 =
 R

A
M

H
 –

 9
5

RAMB TUER RAMB ST

LDVB ST

LZB = RAMB – 150

Special sizes – side element

THP
Styles

Overall frame dimension
Width Height

All styles See pages 70 and 71

Size range – transom light

THP
Styles

Overall frame dimension
Width Height

All styles See page 71

Clear view
Width Height

Side element RAM side element – 134 RAM side element – 134
Transom light RAM transom light – 134 RAM transom light – 134

Overall frame width
Overall frame height
Door
Side element
Transom light

Structural wall opening width
Structural wall opening height
Clear frame dimension width
Clear frame dimension height
Glazing clear view width
Glazing clear view height

Thermo65 entrance doors – single-leaf
Entrance door programme

Technical presentation of door set with side element / transom light
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Notes and sketches

Making doors look like new again

Cleaning and maintenance set

Good reasons to try Hörmann 
entrance doors
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Clear view for styles with glazing

88
0

174

88
5

528

THP 410S THP 430E

16
03

150

17
03

300

16
03

150
14
03

80
53
0

53
0

THP 610S/N THP 630S THP 700N
// NEW THP 700P

THP 780S

15
0

150

30
0

300

15
0

300

15
0

300

15
0 150

THP 800S THP 810N THP 820S THP 830S THP 840S

53
0

53
0

587

26
5

26
5

26
5

26
5

26
5

26
5

587

THP 515 THP 015

Thermo65 entrance doors – single-leaf
Entrance door programme

Technical presentation of clear view for doors with glazing / ribbing
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Clear view for styles with glazing
16
03

150

16
03

150

14
03

110

16
03

131,5

30
0

300

13
58

217

THP 700B
Sand-blasted float 
glass with 7 clear, 
horizontal stripes; top 
stripe 35 mm, centre 
stripes 20 mm, bottom 
stripe 35 mm high

THP 730B
Sand-blasted float 
glass with 7 clear, 
horizontal stripes; top 
stripe 35 mm, centre 
stripes 20 mm, bottom 
stripe 35 mm high

THP 750C
Float glass sand-
blasted with 5 clear 
horizontal stripes, each 
20 mm high

THP 850B
Sand-blasted float 
glass with 7 clear, 
horizontal stripes; top 
stripe 35 mm, centre 
stripes 20 mm, bottom 
stripe 35 mm high

THP 810E
Float glass sand-
blasted with square 
with 20 mm clear edge

THP 900D
Float glass sand-
blasted with 4 clear 
horizontal stripes, each 
20 mm high

190

20
20

20
20

20
24

5.
5

24
5.

5
24

5.
5

24
5.

5
24

5.
5

24
5.

5

16
43

35
35

150

20
20

20
20

20

18
0.

5
24

5.
5

18
0.

5
24

5.
5

24
5.

5
24

5.
5

14
43

190

20
20

20
20

20
24

5.
5

24
5.

5
24

5.
5

24
5.

5
24

5.
5

24
5.

5

16
43

35

367

35

(171)

R1996

R1825

200
20

340

34
0

20
0

259

20
20

14
34

20
20

26
6

27
8

26
6

27
8

26
6

24

Thermo65 entrance doors – single-leaf
Entrance door programme

Technical presentation of clear view for doors with glazing
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Product description

Thermo65 – steel THP

010 610 S 700 B
Door leaf structure
Smooth sheet ● ● ●

Ribbed sheet (exterior)
Door leaf thickness 65 mm thick
Sheet thickness 0.6 – 0.8 mm
Fully foamed, with thermal break, exterior and interior overlapping 
the leaf ● ● ●

Size ranges (see also page 36)
Standard sizes (RAM) 2000 × 2100 mm / 2200 × 2100 mm / 2300 × 2200 mm

Special sizes (RAM)

1550 – 2500 mm
2000 – 2250 mm

Width
Height ● ●

1750 – 2500 mm
2000 – 2250 mm

Width
Height

1750 – 2500 mm
2000 – 2250 mm

Width
Height ●

Surface finish
Note:
For doors with dark surfaces, the material expansion is particularly high. Therefore, please check the location of the door in the building during your consultation 
meeting. This will ensure trouble-free door operation.

Standard, MatchColor and Color surface finishes with high-quality coating (painted) on both sides.
Standard
• Traffic white, based on RAL 9016
• Painted on both sides
• Silk matt, gloss level 35 – 40%

● ● ●

MatchColor
• 10 colours

(colour matching sectional garage doors)
• Painted on both sides, based on the RAL colour chart
• Silk matt, gloss level 35 – 40%

● ● ●

RAL 7012 Basalt grey RAL 7030 Stone grey RAL 7040 Window grey
RAL 7015 Slate grey RAL 7035 Light grey RAL 8028 Terra brown
RAL 7016 Anthracite grey RAL 7039 Quartz grey RAL 9005 Jet black

CH 703 Anthracite metallic

Color
• 10 colours
• Painted on both sides, based on the RAL colour chart
• Silk matt, gloss level 35 – 40%

● ● ●

RAL 1015 Light ivory RAL 6005 Moss green RAL 9006 White aluminium
RAL 3003 Ruby red RAL 6009 Fir green RAL 9007 Grey aluminium
RAL 5010 Gentian blue RAL 7037 Dusty grey

RAL 9002 Grey white CH 907 Grey aluminium

Seals
Door leaf: 4-sided, double seals 
Frame: 3-sided seals ● ● ●

Lock
Multiple-point locking with main lock (with soft lock latch) and 
2 bolts, pivoting / hook bolt combination, main lock plate with 
adjustable latch slot, secondary lock plates with eccentric 
adjustment

● ● ●

Security bolts
Security strip on the hinge side ● ● ●

Frames
Aluminium block frame profile with thermal break (colour 
matching the door leaf) with aluminium / plastic threshold rail, with 
thermal break (subsequent replacement possible); profiles A3 
and A4

● ● ●

Thermal insulation value (in W/m²·K)
 ▶ With same style in traffic and fixed leaf
 ▶ Dependent on the size and frame type

0.88 0.99 1.0

Features
EN 12207 – air permeability Class 4 (bolted and locked) / Class 3 (bolted in latch)
EN 12208 – water tightness under heavy rain Class 3a (latched or bolted and locked)
EN 12219 – differential climate behaviour 2 d / 2 e

Thermo65 entrance doors – double-leaf
Entrance door programme

Product description
● Standard
○ Optional
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Product description

Thermo65 – steel THP

010 610 S 700 B
Fittings
Hinges
3 two-part barrel hinges (180 mm) per door leaf, 3-way 
adjustable, with cover caps (stainless steel look), with securing pin ● ● ●

Handle (exterior)
Exterior handle HB 14-2, brushed stainless steel ● ○ ○

Exterior handle HB 38-2, brushed stainless steel ○ ● ●

Lever handles (inside)
Stainless steel lever handle ● ● ●

Rose escutcheon (exterior and interior)
Oval stainless-steel profile cylinder rose escutcheons ● ● ●

Profile cylinder
Cylinder length 40.5 × 40.5 mm, with 5 keys, with emergency 
and hazard function ● ● ●

Glazing frame
Stainless steel, bonded ●

Glazing
B Insulated triple glazing, sand-blasted float with 7 clear stripes ●

S Insulated triple glazing, Satinato ●

Side element / transom light
For doors opening inwards ○ ○ ○

For doors opening outwards ○ ○ ○

Thermo65 entrance doors – double-leaf
Entrance door programme

Product description
● Standard
○ Optional
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THP entrance doors with aluminium frame, profiles A3 / A4

Standard sizes
Overall frame dimension 

Ordering size
Clear frame 
dimension

Structural wall 
opening

2000 × 2100 1850 × 2005 2020 × 2110
2200 × 2100 2050 × 2005 2220 × 2110
2300 × 2200 2150 × 2105 2320 × 2210

Special sizes

THP
Styles

Overall frame dimension
Width Height

010 / 700 700 – 1250 2000 – 2250
610 875 – 1250 2000 – 2250

Overall frame width
Overall frame height
Traffic leaf
Fixed leaf
Structural opening width
Structural wall opening height
Clear frame dimension width
Clear frame dimension height

R
A

M
H

LZ
H

 =
 R

A
M

H
 –

 9
5 

m
m

RAMB

LWB

LZB = RAMB – 150 mm

SFLGFL

LW
H

Wall connections for frames

75
48

80

54

Profile A3 Aluminium frame
With screw-in anchor  

(plug-and-screw fitting)

Aluminium frame
to the wall

With screw-in anchor  
(plug-and-screw fitting)

Aluminium frame
Through-bolt fixing

(Drill holes on site or optional at a surcharge)

75

80

54

Profile A4 Aluminium frame
With screw-in anchor  

(plug-and-screw fitting)

Aluminium frame
to the wall

With screw-in anchor  
(plug-and-screw fitting)

Aluminium frame
Through-bolt fixing

(Drill holes on site or optional at a surcharge)

Thermo65 entrance doors – double-leaf
Entrance door programme

Technical presentation of door set
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Wall connections for frames

25

80

50

80

75
48

80

54

25 75

80

54

25

Extension profile 25 mm
(optional)

Extension profile 50 mm
(optional)

With aluminium frame profile A3
(shown with extension profile 25 mm)

With aluminium frame profile A4
(shown with extension profile 25 mm)

Bottom edge

35

30

OFF OFF

45

30

OFF OFF

Bottom spacer profile 
BE 01

(optional)

With 1 bottom spacer 
profile

With 2 bottom spacer 
profiles

Bottom spacer profile 
BE 02

(optional)

With 1 bottom spacer 
profile

With 2 bottom spacer 
profiles

OFF Finished floor level

Retractable bottom seal (optional)

Threshold rails

50

20

80

20

Threshold rail S11
(standard)

Threshold rail S12
(optional)

Thermo65 entrance doors – double-leaf
Entrance door programme

Technical presentation of door set
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Clear view for styles with glazing

134

16
03

134 150

16
03

150

190

20
20

20
20

20
24

5.
5

24
5.

5
24

5.
5

24
5.

5
24

5.
5

24
5.

5

16
43

35
35

THP 610S
3 panes of insulated glass,  
exterior and interior safety glass,  
centre pane Satinato

THP 700B
3 pane insulated glass, exterior and interior safety glass, 
centre pane sand-blasted float glass with 7 clear,  
horizontal stripes; top stripe 35 mm, centre stripes 20 mm, 
bottom stripe 35 mm high

Thermo65 entrance doors – double-leaf
Entrance door programme

Technical presentation of clear view for doors with glazing
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THP entrance doors with side element / transom light

Standard sizes – side element

THP
Styles

Overall frame dimension
Width Height

All styles
400 2100
400 2200

RAMB OL

R
A

M
H

 T
U

ER
 / 

R
A

M
H

 S
T

RAMB
TUER

RAMB
ST

RAMB
ST

R
A

M
H

O
L

LD
VH

 O
L

R
A

M
H

 O
L

R
A

M
H

 T
U

ER

LZ
H

 =
 R

A
M

H
 –

 9
5 

m
m

RAMB TUER RAMB ST

LDVB ST

LZB = RAMB – 150 mm

SFLGFL

Special sizes – side element

THP
Styles

Overall frame dimension
Width Height

All styles See pages 70 and 72

Size range – transom light

THP
Styles

Overall frame dimension
Width Height

All styles See page 70

Clear view
Width Height

Side element RAM side element – 134 RAM side element – 134
Transom light RAM transom light – 134 RAM transom light – 134

Overall frame width
Overall frame height
Door
Side element
Transom light
Traffic leaf
Fixed leaf

Structural opening width
Structural wall opening height
Clear frame dimension width
Clear frame dimension height
Glazing clear view width
Glazing clear view height

Thermo65 entrance doors – double-leaf
Entrance door programme

Technical presentation of door set with side element / transom light
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For a product description, see from page 24
• Steel door leaf overlapping the door leaf with thermal break, exterior and 

interior in the same colour
• Aluminium frame
• Multiple-point lock

MatchColor 10 colours (see page 24)
Color 10 colours (see page 24)
Matt deluxe 7 colours (see page 24)

Decograin Golden Oak, Dark Oak, Night Oak, Winchester Oak and 
Titan Metallic CH 703 Profile A3 or Profile A4

View Style description Size (RAM) RAL 9016 Color / 
MatchColor Matt deluxe Decograin

Style THP 010
• Smooth sheet
• Handle HB 14-2

1000 × 2100
1100 × 2100
1150 × 2200

2058 2213 2336 2369

From 700 × 1875
Up to 1250 × 2250

2339 2494 2617 2650

 ▶ UD value for size 1230 × 2180 mm: 0.87 W/(m²·K)
Style THP 015
• Ribbed sheet with 7 ribs (exterior)
• Handle HB 14-2

1000 × 2100
1100 × 2100
1150 × 2200

2167 2322 2445 2478

From 875 × 1875
Up to 1250 × 2250

2448 2603 2726 2759

 ▶ UD value for size 1230 × 2180 mm: 0.87 W/(m²·K)
Style THP 515
• Ribbed sheet with 3 ribs (exterior)
• Handle HB 14-2

1000 × 2100
1100 × 2100
1150 × 2200

2167 2322 2445 2478

From 875 × 1875
Up to 1250 × 2250

2448 2603 2726 2759

 ▶ UD value for size 1230 × 2180 mm: 0.87 W/(m²·K)
Style THP 100
• Panelled sheet (on both sides)
• Handle HB 14-2

1000 × 2100
1100 × 2100

2098 2253 2376 –

From 875 × 1875
Up to 1100 × 2186

2379 2534 2657 –

 ▶ UD value for size 1230 × 2180 mm: 0.87 W/(m²·K)

Style THP 410S
• Panelled sheet (on both sides)
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
Satinato

• Plastic glazing frame
• Handle HB 14-2

1000 × 2100
1100 × 2100

3456 3972 4094 –

From 875 × 1875
Up to 1100 × 2186

3737 4253 4375 –

 ▶ UD value for size 1230 × 2180 mm: 1.0 W/(m²·K)

Accessories and optional extras See from page 50

Thermo65 entrance doors – single-leaf
Entrance door programme
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For a product description, see from page 24
• Steel door leaf overlapping the door leaf with thermal break, exterior and 

interior in the same colour
• Aluminium frame
• Multiple-point lock

MatchColor 10 colours (see page 24)
Color 10 colours (see page 24)
Matt deluxe 7 colours (see page 24)

Decograin Golden Oak, Dark Oak, Night Oak, Winchester Oak and 
Titan Metallic CH 703 Profile A3 or Profile A4

View Style description Size (RAM) RAL 9016 Color / 
MatchColor Matt deluxe Decograin

Style THP 430E
• Panelled sheet (on both sides)
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane sand-
blasted float with clear stripes (frame)

• Plastic glazing frame
• Handle HB 14-2

1000 × 2100
1100 × 2100

3456 3972 4094 –

From 875 × 1875
Up to 1100 × 2186

3737 4253 4375 –

 ▶ UD value for size 1230 × 2180 mm: 1.0 W/(m²·K)

Style THP 610S
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
Satinato

• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3227 3382 3505 –

From 875 × 2000
Up to 1250 × 2250

3508 3663 3786 –

 ▶ UD value for size 1230 × 2180 mm: 0.99 W/(m²·K)
Style THP 610N
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
one-way plate glass

• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3435 3590 3713 –

From 875 × 2000
Up to 1250 × 2250

3716 3871 3994 –

 ▶ UD value for size 1230 × 2180 mm: 0.97 W/(m²·K)
Style THP 630S
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
Satinato

• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3227 3382 3505 –

From 875 × 2000
Up to 1250 × 2250

3508 3663 3786 –

 ▶ UD value for size 1230 × 2180 mm: 1.00 W/(m²·K)
Style THP 700B
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane float 
sand-blasted with 7 clear stripes

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3227 3382 3505 3538

From 700 × 1875
Up to 1250 × 2250

3508 3663 3786 3819

 ▶ UD value for size 1230 × 2180 mm: 0.98 W/(m²·K)

Accessories and optional extras See from page 50

Thermo65 entrance doors – single-leaf
Entrance door programme
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For a product description, see from page 24
• Steel door leaf overlapping the door leaf with thermal break, exterior and 

interior in the same colour
• Aluminium frame
• Multiple-point lock

MatchColor 10 colours (see page 24)
Color 10 colours (see page 24)
Matt deluxe 7 colours (see page 24)

Decograin Golden Oak, Dark Oak, Night Oak, Winchester Oak and 
Titan Metallic CH 703 Profile A3 or Profile A4

View Style description Size (RAM) RAL 9016 Color / 
MatchColor Matt deluxe Decograin

Style THP 700N
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
one-way plate glass

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3435 3590 3713 3746

From 700 × 1875
Up to 1250 × 2250

3716 3871 3994 4027

 ▶ UD value for size 1230 × 2180 mm: 0.98 W/(m²·K)

Style THP 700P // NEW
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane black 
glass

• Stainless steel glazing frame
• Handle HB 38-2

 ▶ From summer 2024

1000 × 2100
1100 × 2100
1150 × 2200

3435 3590 3713 3746

From 700 × 1875
Up to 1250 × 2250

3716 3871 3994 4027

 ▶ UD value for size 1230 × 2180 mm: 0.98 W/(m²·K)
Style THP 730B
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane float 
sand-blasted with 7 clear stripes

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3227 3382 3505 3538

From 700 × 1875
Up to 1250 × 2250

3508 3663 3786 3819

 ▶ UD value for size 1230 × 2180 mm: 0.98 W/(m²·K)
Style THP 750C
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane float 
sand-blasted with 5 clear stripes

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3227 3382 3505 3538

From 700 × 1875
Up to 1250 × 2250

3508 3663 3786 3819

 ▶ UD value for size 1230 × 2180 mm: 0.95 W/(m²·K)
Style THP 780S
• Ribbed sheet with 3 ribs (exterior)
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
Satinato

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3337 3492 3615 3648

From 875 × 1875
Up to 1250 × 2250

3618 3773 3896 3929

 ▶ UD value for size 1230 × 2180 mm: 0.94 W/(m²·K)

Accessories and optional extras See from page 50

Thermo65 entrance doors – single-leaf
Entrance door programme
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Accessories and optional extras See from page 50

For a product description, see from page 24
• Steel door leaf overlapping the door leaf with thermal break, exterior and 

interior in the same colour
• Aluminium frame
• Multiple-point lock

MatchColor 10 colours (see page 24)
Color 10 colours (see page 24)
Matt deluxe 7 colours (see page 24)

Decograin Golden Oak, Dark Oak, Night Oak, Winchester Oak and 
Titan Metallic CH 703 Profile A3 or Profile A4

View Style description Size (RAM) RAL 9016 Color / 
MatchColor Matt deluxe Decograin

Style THP 800S
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
Satinato

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3464 3619 3742 3775

From 700 × 1875
Up to 1250 × 2250

3745 3900 4023 4056

 ▶ UD value for size 1230 × 2180 mm: 0.93 W/(m²·K)
Style THP 810E
• Smooth sheet
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane sand-
blasted float with clear stripes (square)

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3464 3619 3742 3775

From 700 × 1875
Up to 1250 × 2250

3745 3900 4023 4056

 ▶ UD value for size 1230 × 2180 mm: 0.97 W/(m²·K)
Style THP 810N
• Smooth sheet
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
one-way plate glass

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3672 3827 3950 3983

From 700 × 1875
Up to 1250 × 2250

3953 4108 4231 4264

 ▶ UD value for size 1230 × 2180 mm: 0.97 W/(m²·K)
Style THP 820S
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
Satinato

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3464 3619 3742 3775

From 800 × 1875
Up to 1250 × 2250

3745 3900 4023 4056

 ▶ UD value for size 1230 × 2180 mm: 0.95 W/(m²·K)
Style THP 830S
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
Satinato

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3464 3619 3742 3775

From 800 × 1875
Up to 1250 × 2250

3745 3900 4023 4056

 ▶ UD value for size 1230 × 2180 mm: 0.95 W/(m²·K)

Thermo65 entrance doors – single-leaf
Entrance door programme
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For a product description, see from page 24
• Steel door leaf overlapping the door leaf with thermal break, exterior and 

interior in the same colour
• Aluminium frame
• Multiple-point lock

MatchColor 10 colours (see page 24)
Color 10 colours (see page 24)
Matt deluxe 7 colours (see page 24)

Decograin Golden Oak, Dark Oak, Night Oak, Winchester Oak and 
Titan Metallic CH 703 Profile A3 or Profile A4

View Style description Size (RAM) RAL 9016 Color / 
MatchColor Matt deluxe Decograin

Style THP 840S
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane 
Satinato

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3464 3619 3742 3775

From 800 × 1875
Up to 1250 × 2250

3745 3900 4023 4056

 ▶ UD value for size 1230 × 2180 mm: 0.93 W/(m²·K)
Style THP 850B
• Smooth sheet
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane float 
sand-blasted with 7 clear stripes

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3746 3901 4024 4057

From 800 × 1875
Up to 1250 × 2250

4027 4182 4305 4338

 ▶ UD value for size 1230 × 2180 mm: 0.97 W/(m²·K)
Style THP 900D
• Smooth sheet 
• 3 panes of insulated glass, exterior and 

interior safety glass, centre pane float 
sand-blasted with 4 clear stripes

• Stainless steel glazing frame
• Handle HB 38-2

1000 × 2100
1100 × 2100
1150 × 2200

3464 3619 3742 3775

From 800 × 1875
Up to 1250 × 2250

3745 3900 4023 4056

 ▶ UD value for size 1230 × 2180 mm: 0.96 W/(m²·K)

Accessories and optional extras See from page 50

Thermo65 entrance doors – single-leaf
Entrance door programme
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Notes and sketches

Händler-Preisliste (D) 541

Notizen und Skizzen

Even more clear passage width

Double-leaf entrance doors 

Good reasons to try Hörmann  
steel/aluminium entrance doors 
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C

A

B

D

Example calculation
THP 010 (standard size)

A Door leaf traffic leaf A 1253 £

+ B Fixed leaf door leaf + B 1483 £

+ C Frame + C 733 £

+ D Door fitting + D 317 £

= Set price = 3787 £

MatchColor
10 colours (see page 36)
Color
10 colours (see page 36)

For a product description, see from page 36

View Traffic leaf – style description Size (RAM) RAL 9016 Color / MatchColor
Traffic leaf – style THP 010
• Smooth sheet

1000 × 2100
1100 × 2100
1150 × 2200

1253 1362

From 700 × 1875
Up to 1250 × 2250

1533 1642

Traffic leaf – style THP 610S
• Smooth sheet 
• 3 panes of insulated glass, exterior and interior safety 

glass, centre pane Satinato

1000 × 2100
1100 × 2100
1150 × 2200

2396 2505

From 875 × 2000
Up to 1250 × 2250

2677 2786

Traffic leaf – style THP 700B
• Smooth sheet 
• 3 panes of insulated glass, exterior and interior safety 

glass, centre pane float sand-blasted with 7 clear stripes
• Stainless steel glazing frame

1000 × 2100
1100 × 2100
1150 × 2200

2396 2505

From 700 × 1875
Up to 1250 × 2250

2677 2786

View Fixed leaf – style description Size (RAM) RAL 9016 Decograin
Fixed leaf – style THP 010
• Smooth sheet

From 700 × 1875
Up to 1250 × 2250

1483 1592

Fixed leaf – style THP 610S
• Smooth sheet 
• 3 panes of insulated glass, exterior and interior safety 

glass, centre pane Satinato

From 875 × 2000
Up to 1250 × 2250

2626 2735

Fixed leaf – style THP 700B
• Smooth sheet 
• 3 panes of insulated glass, exterior and interior safety 

glass, centre pane float sand-blasted with 7 clear stripes
• Stainless steel glazing frame

From 700 × 1875
Up to 1250 × 2250

2626 2735

View Frame – description Size (RAM) RAL 9016 Decograin
Frame – profile A3 From 1400 × 1875

Up to 2500 × 2250
733 803

Frame – profile A4 From 1400 × 1875
Up to 2500 × 2250

733 803

A

B

C

Thermo65 entrance doors – double-leaf
Entrance door programme
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Accessories and optional extras See from page 50

Fittings for double-leaf Thermo65 entrance doors

Exterior handles £

Handle HB 14-2
Brushed stainless steel
(Handle length 330 mm, distance 
between fixing points 210 mm)

Each 318

Handle HB 38-2
Brushed stainless steel
(Handle length 1000 mm, distance 
between fixing points 600 mm)

Each 344

Handle HB 38-3
Brushed stainless steel
(Handle length 1000 mm, distance 
between fixing points 600 mm)

Each 344

Handle offset 40 mm
For handles HB 14-2, HB 38-2, 
HB 38-3

Surcharge 168

Style Traffic leaf width

THP 010, THP 700 From 700 mm

THP 610 From 875 mm

Handle HB 738
Brushed stainless steel
(Handle length 1703 mm, distance 
between fixing points 1594 mm)

Possible for styles 
THP 010 and THP 700

Each 577

Handle HB 739
Brushed stainless steel
(Handle length 1703 mm, distance 
between fixing points 1594 mm)

Possible for styles 
THP 010 and THP 700

Each 577

Fittings ES0 including profile cylinder with 5 keys £

Knob / lever handle
Stainless steel Each 318

Lever handle / lever handle
Stainless steel Each 318

Fittings ES1 including profile cylinder with 5 keys £

Knob / lever handle
Stainless steel Each 419

Lever handle / lever handle
Stainless steel Each 419

Rose escutcheon including profile cylinder with 5 keys £

Knob K-160 / lever handle, type 
D-110
Stainless steel

Each 318

Lever handle / lever handle, type 
D-110
Stainless steel

Each 318

Lever handle / lever handle, type 
D-210
Stainless steel

Each 318

Lever handle / lever handle, type 
D-310
Stainless steel

Each 318

Lever handle / lever handle, type 
D-510
Stainless steel

Each 318

D

Thermo65 entrance doors – double-leaf
Entrance door programme
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Conversion to different exterior handle £

Exterior handle (included in door price)
Thermo65

SurchargesSingle-
leaf

Double-
leaf

+
21

0
+

33
0

Handle HB 14-2
• Brushed stainless steel
• Standard for styles 

THP 010, THP 015, THP 100, THP 410, THP 430 and THP 515

● ○ Conversion to 
handle HB 14-2 168

+
60

0
+

10
00 Handle HB 38-2

• Brushed stainless steel
• Standard for styles 

THP 610, THP 700, THP 730, THP 750, THP 780, THP 800, THP 810, 
THP 820, THP 830, THP 840, THP 850 and THP 900

● ○ Conversion to 
handle HB 38-2 168

+
60

0
+

10
00

Handle HB 38-3
• Brushed stainless steel

○ ○ Conversion to 
handle HB 38-3 168

Handle offset 40 mm
• Handle offset by approx. 40 mm
• Possible with handles HB 14-2, HB 38-2, HB 38-3

Style From RAM width
THP 010, THP 700, THP 730, THP 750, 
THP 800 700 mm

THP 015, THP 515, THP 100 938 mm
THP 410, THP 430 954 mm
THP 610 875 mm
THP 810 704 mm
THP 820, THP 850, THP 900 800 mm

○ ○

Offset by 40 mm 
For handles 

HB 14-2, HB 38-2. 
B 38-3

168

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Conversion to different exterior handle £

Exterior handle (included in door price)
Thermo65

SurchargesSingle-
leaf

Double-
leaf

+
15

94
+

17
03

Handle HB 738
• Brushed stainless steel
• Handle HB 738 only possible for styles THP 010, THP 700, THP 750 and 

THP 800.

○ ○ Conversion to 
handle HB 738 427

+
15

94
+

17
03

Handle HB 739
• Brushed stainless steel
• Handle HB 739 only possible for styles THP 010, THP 700, THP 750 and 

THP 800.

○ ○ Conversion to 
handle HB 739 427

ES0 fittings Including profile cylinder with 5 keys £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

Knob / lever handle Stainless steel ○ ○ Each 168

Lever handle / lever handle Stainless steel ○ ○ Each 168

ES1 fittings Including profile cylinder with 5 keys £

Note:
ES 1 fittings are only possible from a RAM width of 900 mm for styles THP 410 and THP 430.

Thermo65
SurchargesSingle-

leaf
Double-

leaf

Knob / lever handle Stainless steel ○ ○ Each 269

Lever handle / lever handle Stainless steel ○ ○ Each 269

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Rose escutcheons Including profile cylinder with 5 keys £

Note:
The rose escutcheons are only possible from a RAM width of 900 mm for styles THP 410 and THP 430.

Thermo65
SurchargesSingle-

leaf
Double-

leaf

Knob K-160 / lever handle, type D-110 Stainless steel ○ ○ Each 168

Lever handle / lever handle, type D-110 Stainless steel ○ ○ Each 168

Lever handle / lever handle, type D-210 Stainless steel ○ ○ Each 168

Lever handle / lever handle, type D-310 Stainless steel ○ ○ Each 168

Lever handle / lever handle, type D-510 Stainless steel ○ ○ Each 168

Calculation example £

Conversion THP 010 with 
HB 14-2 to HB 38-2 ➔

Style THP 010 in RAL 9016, profile A3 (standard size) 2058
+ Conversion from handle HB 14-2 to handle HB 38-2 168
= Total 2226

Conversion THP 700B with 
HB 38-2 to fitting ES 1 ➔

Style THP 700B in RAL 9016, profile A3 (standard size) 3227
+ Surcharge for ES1 stainless steel knob / lever handle fitting 269
= Total 3496

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Accessory package “black.edition” £

Surcharges on version with corresponding fitting (note changed handles)
Thermo65

SurchargesSingle-
leaf

Double-
leaf

THP 010 THP 015 THP 515 THP 610

THP 100 THP 410 THP 430

• Exterior handle HB 38-2, black
• Interior lever, black
• Oval rose escutcheons for profile cylinders, 

black
• Cover caps, black

○ – Per door 135

THP 700 THP 730

• Exterior handle HB 38-2, black
• Interior lever, black
• Oval rose escutcheons for profile cylinders, 

black
• Cover caps, black
• Glazing frame, black

○ – Per door 270

THP 010

• Exterior handle HB 738, black
• Interior lever, black
• Oval rose escutcheons for profile cylinders, 

black
• Cover caps, black

○ – Per door 135

THP 700

• Exterior handle HB 738, black
• Interior lever, black
• Oval rose escutcheons for profile cylinders, 

black
• Cover caps, black
• Glazing frame, black

○ – Per door 270

THP 010 THP 015 THP 515 THP 610

THP 100 THP 410 THP 430

• Lever handle set lever handle / lever handle 
D-110, black

• Round rose escutcheons for profile cylinders, 
black

• Cover caps, black

○ – Per door 67

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Accessory package “black.edition” £

Surcharges on version with corresponding fitting (note changed handles)
Thermo65

SurchargesSingle-
leaf

Double-
leaf

THP 700 THP 730

• Lever handle set lever handle /  
lever handle D-110, black

• Round rose escutcheons for profile cylinders, 
black

• Cover caps, black
• Glazing frame, black

○ – Per door 201

THP 010 THP 015 THP 515 THP 610

THP 100 THP 410 THP 430

• Lever / knob handle set knob K-160 /  
lever handle D-110, black

• Round rose escutcheons for profile cylinders, 
black

• Cover caps, black

○ – Per door 67

THP 700 THP 730

• Lever / knob handle set knob K-160 /  
lever handle D-110, black

• Round rose escutcheons for profile cylinders, 
black

• Cover caps, black
• Glazing frame, black

○ – Per door 201

Multiple-point locking £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

Automatic lock
• Multiple-point locking with main lock and 2 bolts, pivoting / hook bolt combination
• Mechanical self-locking mechanism
• For Thermo65 with handle HB 14-2 / HB 38-2 / HB 38-3 / HB 738
• For Thermo65 with lever / knob handle set ES0 / ES1
• For Thermo65 with rose escutcheon knob / lever handle

Note:
• Not possible in combination with electric strike.

○ – Per door 86

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Entrance door automation £
Possible with: • Thermo65 with handle HB 14-2 / HB 38-2 / HB 38-3 / HB 738 / HB 739

• Thermo 65 with lever / knob handle set ES0 / ES1
• Thermo 65 with rose escutcheon knob K-160 / lever handle type D-110

Note:
Not possible in conjunction with electric strikes!

Thermo65
SurchargesSingle-

leaf
Double-

leaf
Multiple-point locking with opening via volt-free contact
• Automatic lock with electric motor
• Switching power supply unit 230 V including 3 m cable fitted in the frame
• Including tappet contact (current / signal transfer from door leaf to frame)
• With volt-free contact in the frame to connect a door intercom, for example

○ – Per door 755

Multiple-point locking with opening via BiSecur
• Automatic lock with electric motor
• Switching power supply unit 230 V including 3 m cable fitted in the frame
• Including tappet contact (current / signal transfer from door leaf to frame)
• With volt-free contact in the frame to connect a door intercom, for example
• Including BiSecur receiver installed in the frame

Note:
4-button hand transmitter HSE 4 BS required.

○ – Per door 864

Multiple-point locking with opening via Bluetooth®

• Automatic lock with electric motor
• Switching power supply unit 230 V including 3 m cable fitted in the frame
• Including tappet contact (current / signal transfer from door leaf to frame)
• With volt-free contact in the frame to connect a door intercom, for example
• Including Bluetooth® receiver fitted in the frame

Note:
Bluetooth® is not compatible with the BiSecur radio technology!

○ – Per door 919

The use requires a Smartphone or Tablet with Bluetooth® function and 
access to the App StoreSM or Google Play™ (Hörmann 
BlueSecur App). A Smartphone or Tablet is not included in the scope 
of delivery!

Entrance door automation accessories Article no. £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

Integrated finger-scan
• Finger-scan integrated in the door leaf
• Up to 150 fingerprints can be taught in

Note:
• Possible from a RAM height of 2005 mm.
• Integrated finger-scan not possible with handles HB 738 and 

HB 739.

○ – Per door 692

4-button hand transmitter HSE 4 BS
• In black
• Textured plastic surface with plastic caps

4511736 ○ – Each 70

Radio code switch FCT 3-1 BS
• In black
• Textured plastic surface with plastic caps

4511856 ○ – Each 136

Radio finger-scan FFL 25 BS
• Up to 25 fingerprints can be taught in  

(cannot be individually deleted)
4511870 ○ – Each 270

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Emergency exit lock acc. to EN 179 £

Notes:
• The rose escutcheons are only possible from a RAM width of 900 mm for styles THP 410 and THP 430.
• Not approved for RC 2!

Thermo65
SurchargesSingle-

leaf
Double-

leaf

Multiple-point locking with anti-panic function E
• Anti-panic lock with stainless steel lock cover, distance 92 mm
• For the size range 1990 – 2250 mm

○ – Each 213

Lever / knob handle set, rose 
escutcheon
Prepared for profile cylinder

Knob K-130 / lever handle type D-110

Black plastic
○ –

Each 214
Anodised aluminium (F1) Each 333
Brushed stainless steel Each 432

Lever / knob handle set, rose 
escutcheon
Prepared for profile cylinder

Knob K-160 / lever handle type D-110

Brushed stainless steel ○ – Each 432

Multiple-point locking with passage function D
• Anti-panic lock with stainless steel lock cover, distance 92 mm
• For the size range 1990 – 2250 mm

○ – Each 291

Anti-panic lever handle set with split 
spindle, rose escutcheon
Prepared for profile cylinder

Lever handle / lever handle, type D-110

Black plastic
○ –

Each 214
Anodised aluminium (F1) Each 333
Brushed stainless steel Each 432

Multiple-point locking with change-over function B
• Anti-panic lock with stainless steel lock cover, distance 92 mm
• For the size range 1990 – 2250 mm

○ – Each 291

Anti-panic lever handle set with split 
spindle, rose escutcheon
Prepared for profile cylinder

Lever handle / lever handle, type D-110

Black plastic

○ –

Each 214

Anodised aluminium (F1) Each 333

Brushed stainless steel Each 432

Door set opening outwards ○ ○ Per door 98

Escape door function acc. to 
DIN EN 179

Emergency exit lock acc. to DIN EN 179 ○ – Surcharge see above
Optional escape door function (capability for 
release) must be specified on the order ○ – No surcharge

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Profile cylinder £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

Profile cylinder (40.5 + 40.5 mm)
For handle with oval rose escutcheon

With 8 keys
○ ○

Each 96
With 10 keys Each 118

Profile cylinder (45.5 + 45.5 mm)
For ES0 fittings

With 5 keys
○ ○

Each 62
With 8 keys Each 96
With 10 keys Each 118

Profile cylinder (45.5 + 45.5 mm)
With drilling and pull-off protection
For handle with security rose escutcheon ES1

With 5 keys
○ ○

Each 106
With 8 keys Each 140
With 10 keys Each 162

Profile cylinder (45.5 + 45.5 mm)
With drilling and pull-off protection
For ES1 fittings

With 5 keys
○ ○

Each 106
With 8 keys Each 140
With 10 keys Each 162

Profile cylinder (40.5 + 40.5 mm)
For rose escutcheons

With 5 keys
○ ○

Each 62
With 8 keys Each 96
With 10 keys Each 118

Profile cylinder, keys to pass
For handle or fittings ES0

Note:
No keys to pass for the profile cylinder from the 
fitting pack!

With 5 keys
○ ○

Each 62
With 8 keys Each 96
With 10 keys Each 118

Profile cylinder, keys to pass
With drilling and pull-off protection
For ES1 fittings

Note:
No keys to pass for the profile cylinder from the 
fitting pack!

With 5 keys
○ ○

Each 106
With 8 keys Each 140
With 10 keys Each 162

Door leaf and frame in different colours / surface finishes

Colours of door leaf and frame differ Door leaf Frame
Thermo65

Price for entrance door 
with surfaceSingle-

leaf
Double-

leaf

Example Door leaf 
Anthracite grey

Frame 
Traffic white

RAL 9016
Color / MatchColor

○ ○
Color / MatchColor

Matt deluxe Matt deluxe
Decograin Decograin

Color / MatchColor

RAL 9016

○ ○

Color / MatchColor
Color / MatchColor Color / MatchColor
Matt deluxe Matt deluxe
Decograin Decograin

Matt deluxe

RAL 9016

○ ○

Matt deluxe
Matt deluxe Matt deluxe
Color / MatchColor Matt deluxe
Decograin Decograin

Decograin

RAL 9016

○ ○

Decograin
Matt deluxe Decograin
Color / MatchColor Decograin
Decograin Decograin

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Two-colour entrance doors, side elements or transom light £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

• Door leaf and frame / side element / transom light
 – Exterior RAL 7016 Anthracite grey or CH 907 Grey aluminium 
 – Interior in Traffic white RAL 9016

• For frame profile A4
• Opening inwards
• Not possible for styles THP 100, THP 410, THP 430, THP 610 and THP 630!

Surcharge on version in 
Color / MatchColor ○ –

Per door 155
Per side element 72
Per transom light 72

Entrance door / side element Thermo65
Example THP 750
Exterior 
MatchColor RAL 7016 or Color 
CH 907

Interior
RAL 9016 Traffic white

Profile A4

• Door leaf and frame / side element / transom light
 – Exterior in Decograin Golden Oak, Dark Oak or Titan Metallic CH 703 
 – Interior in Traffic white RAL 9016

• For frame profile A3
• Opening inwards
• Not possible for styles THP 100, THP 410, THP 430, THP 610 and THP 630!

Surcharge on version with 
Decograin surface ○ –

Per door 155
Per side element 72
Per transom light 72

Entrance door / side element Thermo65, exterior Decograin
Example THP 750
Golden Oak Dark Oak Titan Metallic CH 703

Interior Traffic white RAL 9016 Profile A3

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Threshold / bottom door edge £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

Threshold S11
(standard) ● ● No surcharge

Threshold S12
(optional) ○ ○ Per door leaf 45

Retractable bottom seal
(Frame without threshold) ○ ○ Per door leaf 423

Notes: 
• Not for styles 100, 410 and 430!
• The thermal insulation (UD) and water-tightness under heavy rain performance 

characteristics are limited!

Bottom spacer profiles £

Height
Thermo65

SurchargesSingle-
leaf

Double-
leaf

Bottom spacer profile BE 01
Dimensions (D × H) 35 × 30 mm

Length up to 1250 mm

30 mm ○ ○ Each 41
60 mm ○ ○ Each 82
90 mm ○ ○ Each 123

120 mm ○ ○ Each 164
150 mm ○ ○ Each 205
180 mm ○ ○ Each 246

Length up to 2250 mm

30 mm ○ ○ Each 67
60 mm ○ ○ Each 134
90 mm ○ ○ Each 201

120 mm ○ ○ Each 268
150 mm ○ ○ Each 335
180 mm ○ ○ Each 402

Length up to 3250 mm

30 mm ○ ○ Each 95
60 mm ○ ○ Each 190
90 mm ○ ○ Each 285

120 mm ○ ○ Each 380
150 mm ○ ○ Each 475
180 mm ○ ○ Each 570

Bottom spacer profile BE 02
Dimensions (D × H) 45 × 30 mm

Length up to 1250 mm

30 mm ○ ○ Each 34
60 mm ○ ○ Each 68
90 mm ○ ○ Each 102

120 mm ○ ○ Each 136
150 mm ○ ○ Each 170
180 mm ○ ○ Each 204

Length up to 2250 mm

30 mm ○ ○ Each 55
60 mm ○ ○ Each 110
90 mm ○ ○ Each 165

120 mm ○ ○ Each 220
150 mm ○ ○ Each 275
180 mm ○ ○ Each 330

Length up to 3250 mm

30 mm ○ ○ Each 79
60 mm ○ ○ Each 158
90 mm ○ ○ Each 237

120 mm ○ ○ Each 316
150 mm ○ ○ Each 395
180 mm ○ ○ Each 474

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Profiles £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

50

Bottom edge profile 50 mm
• Dimensions (W × H) 80 × 50 mm
• With thermal break
• Fitting under the threshold S12
• With double-sided adhesive tape  

for sealing

RAL 9016
○ –

Per m 86
Color / MatchColor Per m 99
Matt deluxe Per m 114

Base profile
• Height 15 mm
• black

Length up to 1250 mm
○ –

Each 34
Length up to 2250 mm Each 55
Length up to 3250 mm Each 79

25

Extension profile 25 mm
Dimensions (W × D) 25 × 80 mm

RAL 9016

○ ○

Per m 79
Color / MatchColor Per m 94
Matt deluxe Per m 107
Golden Oak, Dark Oak, Night Oak, 
Winchester Oak, Titan Metallic CH 703 Per m 107

50

Extension profile 50 mm
Dimensions (W × D) 50 × 80 mm

RAL 9016
○ ○

Per m 86
Color / MatchColor Per m 99
Matt deluxe Per m 114

50
Cover profile
Per package 2 × 2300 mm and 
1 × 1300 mm
Dimensions (W × D) 50 × 5 mm
Profiles sufficient for a door without  
side elements.

RAL 9016
○ –

Per box 158
Golden Oak, Dark Oak, Night Oak, 
Winchester Oak, Titan Metallic CH 703 Per box 211

Supplementary profile (on three 
sides)
Width 20 mm, mitred, incl. corner 
bracket and fitting screws

The supplementary profile is painted in 
a colour matching the decor for door 
surface finishes Decograin Golden Oak, 
Dark Oak and Titan Metallic CH 703.

Up to 1250 mm

RAL 9016

○ ○

Per door 334
Color / MatchColor Per door 418
Matt deluxe Per door 434
Golden Oak, Dark Oak, 
Titan Metallic CH 703 Per door 434

Up to 2250 mm

RAL 9016

○ ○

Per door 434
Color / MatchColor Per door 544
Matt deluxe Per door 564
Golden Oak, Dark Oak, 
Titan Metallic CH 703 Per door 564

Up to 3250 mm

RAL 9016

○ ○

Per door 484
Color / MatchColor Per door 605
Matt deluxe Per door 674
Golden Oak, Dark Oak, 
Titan Metallic CH 703 Per door 674

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Additional profiles – flat aluminium £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

2

20
Flat aluminium 20 × 2 mm

RAL 9016 Length 2900 mm ○ ○ Per lath 44
Color / MatchColor Length 2900 mm ○ ○ Per lath 48
Matt deluxe Length 2300 mm ○ ○ Per lath 48

2

30 Flat aluminium 30 × 2 mm
RAL 9016 Length 2900 mm ○ ○ Per lath 48
Color / MatchColor Length 2900 mm ○ ○ Per lath 52
Matt deluxe Length 2300 mm ○ ○ Per lath 52

2

50 Flat aluminium 50 × 2 mm
RAL 9016 Length 2900 mm ○ ○ Per lath 106
Color / MatchColor Length 2900 mm ○ ○ Per lath 117
Matt deluxe Length 2300 mm ○ ○ Per lath 117

2

100
Flat aluminium 100 × 2 mm

RAL 9016 Length 2900 mm ○ ○ Per lath 126
Color / MatchColor Length 2900 mm ○ ○ Per lath 140
Matt deluxe Length 2300 mm ○ ○ Per lath 140

Additional profiles – aluminium angle £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

2

40

10

Aluminium angle 
40 × 10 × 2 mm

RAL 9016 Length 2900 mm ○ ○ Per lath 66
Color / MatchColor Length 2900 mm ○ ○ Per lath 72
Matt deluxe Length 2300 mm ○ ○ Per lath 72

2

70

10

Aluminium angle 
70 × 10 × 2 mm

RAL 9016 Length 2900 mm ○ ○ Per lath 92
Color / MatchColor Length 2900 mm ○ ○ Per lath 95
Matt deluxe Length 2300 mm ○ ○ Per lath 95

2

40

30

Aluminium angle 
40 × 30 × 2 mm

RAL 9016 Length 2900 mm ○ ○ Per lath 92
Color / MatchColor Length 2900 mm ○ ○ Per lath 95
Matt deluxe Length 2300 mm ○ ○ Per lath 95

2

80

50

Aluminium angle 
80 × 50 × 2 mm

RAL 9016 Length 2900 mm ○ ○ Per lath 126
Color / MatchColor Length 2900 mm ○ ○ Per lath 140
Matt deluxe Length 2300 mm ○ ○ Per lath 140

Screw-in latch £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

Screw-in bracket for flat aluminium and aluminium bracket
Content: 11 ○ ○ Per set 52

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Door closer £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

// NEW Reinforcement in the door leaf for door closer
(without drill holes)

On opening side ○ – Each 43
On closing side ○ – Each 85

// NEW Door leaf preparation for door closer,  
incl. position marking
(reinforcement in door leaf)

On opening side ○ – Each 61

On closing side ○ – Each 103

Door closer HDC 35-1 for fitting on opening side (hinge side)
For aluminium frame profile A3 or A4 ○ – Each 254

Door closer HDC 35-1 for fitting on closing side (opposite hinge side)
For aluminium frame profile A4 ○ – Each 254

Door closer TS 5000 ECline for fitting on opening side (hinge side)
For aluminium frame profile A3 and A4 ○ – Each 434

Door closer TS 5000 L ECline for fitting on closing side (opposite hinge side)
For aluminium frame profile A4 ○ – Each 464

Mechanical hold-open device for HDC 35-1 ○ – Each 101
Mechanical opening limiter for HDC 35-1 ○ – Each 81
Note:
Door closer not available for style 630.

Fitting on the opening side Fitting on the closing side
Frame profile A3 ○ –
Frame profile A4 ○ ○

○ Possible
–  not possible

Accessories £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

Silver-coloured mechanical hold-open device with 60 mm travel ○ – Each 120
Reinforcement in door leaf for mechanical hold-open device ○ – Each 44

Electric strike with day catch
(separate)

Function: For opening, the circuit is closed by operating an electric switch and the latch 
retainer is released (operating current door opener).

Note:
Not possible in conjunction with an automatic lock.

○ – Each 141

Electric strike with day catch and arrestor
(separate)

Function: When actuated, the mechanism in the electric strike is triggered and remains 
unlocked until the door is opened. One-time entry is possible.

Note:
Not possible in conjunction with an automatic lock.

○ – Each 179

Latch switching contact
For main latch, main lock

Note:
Not possible in conjunction with entrance door automation.

○ – Each 134

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available

https://hoermann-uk.iokmx.de/dealer-forum-login/?no_cache=1


Series 2000 Entrance Door Price List (UK) 01.03.2024                                                                                        Back to contents 63

Accessories £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

Reed contact
(separate), door leaf and frame are prepared ○ – Each 134

Door set opening outwards

Note:
A rain canopy is required for Thermo65 double-leaf entrance doors.

○ ○ Per door 98

Spyhole (fitted)
(only for THP 010, THP 015, THP 100, THP 410 and THP 515) ○ ○ Each 69

Spyhole, with thermal break (fitted)
(only for THP 010, THP 015, THP 100, THP 410 and THP 515) ○ ○ Each 134

Rain canopy
Anodised aluminium

Up to 1250 mm ○ ○ Each 33

Up to 2250 mm ○ ○ Each 43

Up to 3250 mm ○ ○ Each 55

Door drip
(aluminium painted) RAL 9006 White aluminium ○ ○ Each 67

Door drip Stainless steel ○ ○ Each 275

Stainless steel cleaner and care product
(150 ml) ○ ○ Each 42

Stainless steel kick plate on the exterior (separate)
• Kick plate height 110 mm
• Size range of heights for style

Styles THP Height (RAM)
010 1875 – 2250 mm
100 / 410 / 430 / 
015 / 515 / 610 / 700 / 730 / 750 / 780 / 800 /
810 / 830 / 840 / 850 / 900

2050 – 2250 mm

010 2050 – 2250 mm

Notes:
• Not in combination with embellishments in stainless steel look, view 451, 454, 457, 

459, 750 and 751.
• Not in conjunction with the door drip.

○ – Per door 235

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Accessories £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

Through-bolt fixing (4 fitting holes for each side bar)
For aluminium frame profile A3 and A4 ○ ○ Per door 98

Fixing material £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

(8x)
Plug-and-screw set
8 × screws and 8 × plugs, 8 × 120 mm ○ ○ Per set 33

(8x)
Screw pack
8 × frame screws 7.5 × 182 mm ○ ○ Per set 33

Screw-in anchor set
Length 280 mm (8 × anchors) ○ ○ Per set 39

Pre-compressed sealing strip (74 mm wide) 
For groove widths from 6 – 15 mm

(approved for RAL fitting)
○ ○ Per roll 151

Thermo65 entrance doors with acoustic insulation £

(For a product description, see page 27)
Thermo65

SurchargesSingle-
leaf

Double-
leaf

THP 010 THP 610S/N

Acoustic insulation class 3 (42 dB) with threshold
Acoustic insulation 605 £
Preparation for closer 41 £

Note: acoustic insulation with RC 2 optionally available.

○ – Per door 646

Acoustic insulation class 2 (37 dB) with retractable bottom seal
Acoustic insulation 605 £
Preparation for closer 41 £
Retractable bottom seal 372 £

Note: acoustic insulation with RC 2 optionally available.

○ – Per door 1017

Side element / transom light with acoustic insulation class 3 (42 dB) ○ –
Per side 

element / 
transom light

393

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Entrance doors Thermo 65 with fire protection function £
Thermo65

Surcharges per doorSingle-
leaf

Double-
leaf

THP 010 THP 015 THP 515

EI230 C5 S200

• Fire resistance class: EI2 30-C5
• Smoke protection S200 with threshold
• Styles 010, 015, 515 and 610S with handle HB 14-2  

or HB 38-2

○ – Styles 010, 
015 and 515 696

THP 610S

○ – Style 610 S 1450

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Entrance door in RC 2 version (for a product description, see page 24) £
 ▶ Hook bolt lock: attack side = opening or closing side (hinge side or opposite hinge side)
 ▶ Multiple-point locking (automatic lock): attack side = opening or closing side (hinge side or opposite hinge side)
 ▶ Multiple-point locking (automatic lock with electric motor): attack side = opening or closing side (hinge side or opposite hinge side)

Thermo65
SurchargesSingle-

leaf
Double-

leaf

RC 2

THP 010 THP 015 THP 515 THP 100

Package HB 14-2 with 
security rose escutcheon Stainless steel ○ – Per door 173

Package HB 38-2 with 
security rose escutcheon

Plus surcharge for 
other handles Stainless steel ○ – Per door 173

Package HB 38-3 with 
security rose escutcheon

Plus surcharge for 
other handles Stainless steel ○ – Per door 173

Package HB 738 with  
security rose escutcheon

Plus surcharge for 
other handles Stainless steel ○ – Per door 173

Package HB 739 with  
security rose escutcheon

Plus surcharge for 
other handles Stainless steel ○ – Per door 173

ES1 fittings
Knob / lever handle Stainless steel ○ – Per door 269

Lever handle /  
lever handle Stainless steel ○ – Per door 269

RC 2

THP 610 THP 700 THP 730 THP 750

THP 780 THP 800 THP 810 THP 820

THP 830 THP 840 THP 850 THP 900

Package HB 14-2 with 
security rose escutcheon  
and safety glass (P4A)

Plus surcharge for 
other handles Stainless steel ○ – Per door 319

Package HB 38-2 with 
security rose escutcheon  
and safety glass (P4A)

Stainless steel ○ – Per door 319

Package HB 38-3 with 
security rose escutcheon  
and safety glass (P4A)

Plus surcharge for 
other handles Stainless steel ○ – Per door 319

Package HB 738 with  
security rose escutcheon  
and safety glass (P4A)

Plus surcharge for 
other handles Stainless steel ○ – Per door 319

Package HB 739 with  
security rose escutcheon  
and safety glass (P4A)

Plus surcharge for 
other handles Stainless steel ○ – Per door 319

ES1 fittings
and safety glass (P4A)

Knob / lever handle Stainless steel ○ – Per door 415

Lever handle /  
lever handle Stainless steel ○ – Per door 415

Approved size range for RC 2 version for each style

THP 100 THP 010 THP 700 THP 750 THP 800 THP 810 THP 820 THP 850 THP 900 THP 015 THP 515 THP 610

Width 875 – 1100 700 – 1250 800 – 1250 875 – 1250 875 – 1250
Height 1875 – 2186 1875 – 2250 1875 – 2250 1875 – 2250 2000 – 2250

Thermo65 entrance doors
Entrance door programme

Accessories
RC 2

● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Side elements and transom lights in RC 2 £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

RC 2

Side elements

Only possible in the size range 
with a width of 300 – 550 mm 
(overall frame dimension).

Clear glass and safety glass (P4A) ○ – Per side element 225

Satinato and safety glass (P4A) ○ – Per side element 225

Sand-blasted and safety glass (P4A) ○ – Per side element 225

Sand-blasted with clear stripes and safety glass (P4A) ○ – Per side element 225

RC 2
Transom lights

Only possible in the size range 
with a height of 300 – 500 mm 
(overall frame dimension).

Clear glass and safety glass (P4A) ○ – Per transom light 225

Satinato and safety glass (P4A) ○ – Per transom light 225

Sand-blasted and safety glass (P4A) ○ – Per transom light 225

Example for calculating an entrance door in an RC 2 version £

Conversion THP 700 with 
HB 38-2 to package HB 38-2 

with security rose escutcheon
➔

Style THP 700B in RAL 9016, profile A3 (standard size) 3227
+ Conversion for package HB 38-2 with security rose escutcheon 319
= Total 3546

Accessory package “black.edition” for RC 2 £

Surcharge on RC 2 version
Thermo65

SurchargesSingle-
leaf

Double-
leaf

THP 010 THP 015 THP 515 THP 100

• Exterior handle HB 38-2, black
• Interior lever, black
• ES1 round rose escutcheons for profile cylinders, black
• Cover caps, black

○ – Per door 135

THP 700

• Exterior handle HB 38-2, black
• Interior lever, black
• ES1 round rose escutcheons for profile cylinders, black
• Cover caps, black
• Glazing frame, black

○ – Per door 270

THP 010

• Exterior handle HB 738, black
• Interior lever, black
• ES1 round rose escutcheons for profile cylinders, black
• Cover caps, black

○ – Per door 135

THP 700

• Exterior handle HB 738, black
• Interior lever, black
• ES1 round rose escutcheons for profile cylinders, black
• Cover caps, black
• Glazing frame, black

○ – Per door 270

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Embellishments (on the exterior) £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

THP 015 THP 515 THP 780S

Embellishment in stainless steel look 
view 400
Inlay length 577 mm per rib with styles 015 
and 515
Inlay length 390 mm per rib with style 780 S

Style THP 015 ○ – Per door 248

Style THP 515 ○ – Per door 165

Style THP 780 ○ – Per door 165

Embellishment in black.edition view 400
Inlay length 577 mm per rib

Style THP 015 ○ – Per door 315

Style THP 515 ○ – Per door 232

THP 015 THP 515 THP 780S

Embellishment in stainless steel look 
view 401
Inlay length 118 mm per rib

Style THP 015 ○ – Per door 248

Style THP 515 ○ – Per door 165

Style THP 780 ○ – Per door 165

THP 015 THP 515

Embellishment in stainless steel look 
view 402
Inlay length 118 mm per rib

Style THP 015 ○ – Per door 248

Style THP 515 ○ – Per door 165

THP 015 THP 515

Embellishment in stainless steel look 
view 403
Inlay length 2 × 118 mm per rib

Style THP 015 ○ – Per door 248

Style THP 515 ○ – Per door 165

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Embellishments for style THP 010 (on the exterior) £
Thermo65

SurchargesSingle-
leaf

Double-
leaf

View 451

Stainless steel frames
Overall dimension 240 × 240 mm
Inside dimension 160 × 160 mm

 ▷ From RAM height 2000 mm

Style THP 010 ○ – Per door leaf 319

Figure 454
Stainless steel frames
Overall dimension 145 × 145 mm

 ▷ From RAM height 2000 mm
Style THP 010 ○ – Per door 319

18
33

190

View 457
Curved stainless steel frames

 ▷ From RAM height 2000 mm
Style THP 010 ○ – Per door 319

View 459

Stainless steel rings
Overall dimension Ø 240 mm
Inside dimension Ø 160 mm

 ▷ From RAM height 2000 mm

Style THP 010 ○ – Per door 319

View 750
Stainless steel frame over entire leaf height

 ▷ From RAM height 2000 mm
Style THP 010 ○ – Per door 319

View 751
3 parallel stainless steel strips over the entire leaf 
height

 ▷ From RAM height 2000 mm
Style THP 010 ○ – Per door 319

Thermo65 entrance doors
Entrance door programme

Accessories
● Equipment (standard)
○ Optional equipment available
 – Equipment not available
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Side element

Fixed side element assembly

Standard size Ordering sizes
RAM (mm)

Width × height
Glass RAL 9016 Color / 

MatchColor Matt deluxe Decograin

21
00

400

400 × 2100
400 × 2200

Clear 1300 1466 1575 1519
Satinato 1300 1466 1575 1519
Sand-blasted 1300 1466 1575 1519
Sand-blasted with clear 
stripes 2003 2169 2278 2222

One-way plate glass 1506 1672 1781 1725

Side element

Fixed side element assembly

Special sizes Ordering sizes
RAM up to (mm)
Width × height

Glass
in accordance with the 
overview on page 71

RAL 9016 Color / 
MatchColor Matt deluxe Decograin

R
A

M
H

RAMB
From 300 × 700

Up to 500 × 2250 Clear, Satinato or  
sand-blasted

1549 1715 1824 1768

Up to 1000 × 2250 * 1799 1965 2074 2018
From 300 × 700

Up to 500 × 2250 One-way plate glass
1755 1921 2030 1974

Up to 1000 × 2250 * 2006 2172 2280 2224
From 300 × 1875
Up to 500 × 2250 Sand-blasted with clear 

stripes
2440 2606 2715 2659

Up to 1000 × 2250 * 2683 2849 2958 2902

 * Only possible without transom light
Door set with side element does not contribute to the static equilibrium. Statics must be ensured by the building structure.

Transom light

Fixed transom light element assembly

R
A

M
H

RAMB

Ordering sizes
RAM (mm)

Width × height

Glass
in accordance with the 
overview on page 71

RAL 9016 Color / 
MatchColor Matt deluxe Decograin

From 700 × 300
Up to 1250 × 500 Clear, Satinato or  

sand-blasted

1044 1210 1319 1263

Up to 1750 × 500 1258 1424 1533 1477
Up to 2250 × 500 1549 1715 1824 1768

From 700 × 300
Up to 1250 × 500

One-way plate glass
1252 1418 1526 1470

Up to 1750 × 500 1466 1632 1741 1685
Up to 2250 × 500 1756 1923 2031 1975

= Overall frame width

= Overall frame height

Overview of glass for side elements and transom lights See from page 70

Thermo65 entrance doors
Entrance door programme

Side elements and transom lights for single-leaf and double-leaf 
entrance doors
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Infill / size range

Glass design: exterior pane clear laminated safety glass – intermediate pane – interior pane clear laminated safety glass

Style Glass
(Intermediate pane)

Size range
Side element 

(mm)
Transom light 

(mm)

THP 010 THP 015 THP 515

1. Sand-blasted without clear 
stripes

2. Satinato
3. Clear
4. One-way plate glass

Width
300 – 1000

Height 
700 – 2250

Width
700 – 2250

Height 
300 – 500

THP 100

1. Sand-blasted without clear 
stripes

2. Satinato
3. Clear
4. One-way plate glass

Width
300 – 1000

Height 
700 – 2186

Width
875 – 2000

Height 
300 – 500

THP 410

1. Satinato
2. Clear

Width
300 – 1000

Height 
700 – 2186

Width
875 – 2250

Height 
300 – 500

THP 430

1. Sand-blasted without clear 
stripes

2. Clear

Width
300 – 1000

Height 
700 – 2186

Width
875 – 2000

Height 
300 – 500

THP 610 THP 630

THP 780 THP 800 THP 820 THP 830 THP 840

1. Satinato
2. Clear
3. One-way plate glass *

 * Only for style THP 610N

Width
300 – 1000

Height 
700 – 2250

Width
700 – 2250

Height 
300 – 500

THP 700 THP 730 THP 750 THP 810 THP 850 THP 900

1. Sand-blasted without clear 
stripes

2. Clear
3. One-way plate glass *

 * Only for styles THP 700N and 
810N

Width
300 – 1000

Height 
700 – 2250

Width
700 – 2250

Height 
300 – 500

THP 700 THP 730 THP 750 THP 850 THP 900

4. Sand-blasted with clear stripes 
(only in side element)

Width
300 – 1000

Height 
1875 – 2250

Width
700 – 2250

Height 
300 – 500

Thermo65 entrance doors
Entrance door programme

Overview of glass for side elements and transom lights for single-leaf entrance 
doors
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Infill / size range

Glass design: exterior pane clear laminated safety glass – intermediate pane – interior pane clear laminated safety glass

Style Glass
(Intermediate pane)

Size range
Side element 

(mm)
Transom light 

(mm)

THP 010

1. Sand-blasted without clear stripes
2. Satinato
3. Clear
4. One-way plate glass

Width
300 – 1000

Height 
700 – 2250

Width
700 – 2250

Height 
300 – 500

THP 610

1. Satinato
2. Clear

Width
300 – 1000

Height 
700 – 2250

Width
700 – 2250

Height 
300 – 500

THP 700

1. Sand-blasted without clear stripes
2. Clear

Width
300 – 1000

Height 
700 – 2250

Width
700 – 2250

Height 
300 – 500

THP 700

3. Sand-blasted with clear stripes (only in side 
element)

Width
300 – 1000

Height 
1875 – 2250

Width
700 – 2250

Height 
300 – 500

Thermo65 entrance doors
Entrance door programme

Overview of glass for side elements and transom lights  
for double-leaf entrance doors
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Notes and sketches
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Brand quality for residential 
and commercial construction

The family-owned company Hörmann offers all important construction components 

for building and renovating projects from a single source. We manufacture in highly-

specialised factories using state-of-the-art production technologies. Furthermore, 

our employees work intensively on new products, continual further developments 

and improvements to details. The results are patents and one-of-a-kind products 

you can depend on.
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Hörmann (UK) Ltd
Gee Road
Coalville 
Leicestershire
LE67 4JW

Tel: 01530 513000
Fax: 01530 513001

www.hormann.co.uk


